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Executive Summary 
Two sets of rules enacted in succession over twenty years ago as the Neuse and Tar-Pamlico nutrient 

ǎǘǊŀǘŜƎƛŜǎ ǊŜǇǊŜǎŜƴǘ bƻǊǘƘ /ŀǊƻƭƛƴŀΩǎ ŦƛǊǎǘ ŀǘǘŜƳǇǘs at comprehensive, point and nonpoint source regulation 

intended to remedy the nutrient over-ŜƴǊƛŎƘƳŜƴǘ ƻŦ ǘƘŜǎŜ ōŀǎƛƴΩǎ ŜǎǘǳŀǊƛŜǎΦ Both strategies achieved some 

progress, however both estuaries remain roughly as impaired today as they were when the strategies were 

launched. This analysis of strategies implementation, estuary conditions, watershed changes and adaptive 

needs suggests that nutrient reduction progress has been largely limited to point source improvements. In 

the more challenging field of nonpoint source management, various design features of the rules have limited 

their effectiveness. These include incomplete assignment of needed reductions, as well as accounting 

deficiencies based in limited technical information and resources at the time. As a result, it appears that 

loading from developed lands has increased substantially, possibly doubling, while loading from cropland 

agriculture does not appear to have decreased meaningfully. Watershed modeling suggests that agricultural 

lands are more susceptible to increased loading under high precipitation conditions, with unit-area loading 

dominance shifting to agricultural lands in high precipitation years and to urban areas in low precipitation 

years. 

Analyses of nitrogen loading to the two estuaries have clearly documented a substantial decadal or longer 

rise in organic nitrogen delivery to both beginning around 2000, accompanied by strong evidence of the same 

phenomenon occurring in the Albemarle Sound as well, suggesting a broader pattern. This increase has offset 

the nitrogen loading gains made by point sources. An interinstitutional team of researchers has now 

established compelling evidence that ǎƛƴŎŜ ǘƘŜ ƭŀǘŜ мффлΩǎΣ distinct increases have occurred in coastal NC 

rainfall and flooding from intensified tropical cyclone activity and these storms have, among other effects, 

mobilized large amounts of previously stored dissolved organic carbon from freshwater wetlands, and have 

substantially increased nutrient loading from the watershed, including dissolved organic nitrogen, to the 

estuaries along with driving increased productivity in and carbon release from the estuaries and sound. The 

authors conclude that άwe appear to have entered a new climatic regime characterized by more frequent 

extreme precipitation events, with major ramifications for hydrology, cycling of C, N and P, water quality and 

habitat conditions in estuarine and coastal watersέ όtŀŜǊƭ Ŝǘ ŀƭΣ нлнлύ.  

Regarding organic nitrogen sources, evidence on animal operations suggests that poultry waste, which is 

ŜŦŦŜŎǘƛǾŜƭȅ ōŀǊǊŜŘ ŦǊƻƳ ǊŜƎǳƭŀǘƛƻƴ ǘƘǊƻǳƎƘ ǎǘŀǘǳǘƻǊȅ άŘŜŜƳŜŘ ǇŜǊƳƛǘǘŜŘέ ǎǘŀƴŘŀǊŘǎΣ Ƴŀȅ ōŜ ŎƻƴǘǊƛōǳǘƛƴƎ 

significant organic nitrogen loading to the Neuse estuary, on a scale rivaling point source organic nitrogen 

loading. There is also some evidence of increases in organic N loading from various development-related 

sources. 

While these findings highlight a set of challenges, they also provide a basis for considering adaptive 

management and knowledge acquisition needs. Nonpoint Source Planning staff offer initial thoughts for the 

next iteration of basin nutrient strategies. Given the length of time since estuary needs were established 

(over 20 to over 30 years), given the compelling evidence captured here that a climatic shift has occurred 

affecting estuary dynamics, and given the likely advent of an additional nutrient-related estuary standard, 

clarity, reassessment of estuary nutrient reduction needs would seem to make sense for both basins from a 

conceptual standpoint. Beyond reevaluating estuary needs, certain adaptive actions would follow the path of 

more recent freshwater nutrient strategies. They would include fuller allocation of load reduction needs, 

potentially including redistribution of loads from sources not further managed, and tasking local 
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governments with reducing loads from existing developed lands. It would appear important to address 

ǎŜǾŜǊŀƭ ǎƻǳǊŎŜǎ ƻŦ άƭŜŀƪŀƎŜέ ƛƴ Ǉƻǎǘ-construction stormwater requirements, including treatment thresholds, 

offset crediting and hydrologic impacts to receiving streams. Responding to the impacts of climatic shifts 

appears important. One area of focus could involve expanding the set of management tools for local nutrient 

compliance with ecosystem restoration-focused management actions such as stream restoration, floodplain 

reconnection, regenerative stormwater conveyances, and renovation of hardened urban watercourses. 

Another need would appear to involve revisiting agricultural practices toward improving nutrient retention in 

the face of more challenging climatic conditions. An obvious program to seek accelerated implementation of 

is the Lagoon Buyout program. Another appropriate agricultural objective would seem to be increased 

implementation of livestock exclusion from streams. It would also appear important to establish greater 

transparency on poultry waste management practices to determine where improvement opportunities may 

exist. It would probably be useful to establish an interagency dialogue toward recommendations for 

improving dry litter management. Other potential strategy improvements can include addressing wastewater 

discharges that are currently below thresholds for receiving permit nutrient limits, and requiring waste 

application on higher risk fields to apply at phosphorus-based agronomic rates. 

While DWR nutrient strategy planning priorities are currently focused on other watersheds, this report 

provides a sound start for consideration of adaptive management needs and possibilities, as well as 

knowledge and policy areas in which to build our understanding to better support improvements in the 

design of the next iteration of these important management initiatives. 
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Introduction  
The Neuse and Tar-Pamlico nutrient management strategies have been in place for over two decades. In the 

set of amended rules enacted in 2020 under the statutorily mandated rules readoption process, the Division 

of Water Resources (DWR) tasked itself with developing a comprehensive retrospective evaluation of 

strategy implementation and changes in drivers of nutrient loading to the estuaries. This report satisfies that 

requirement by providing an update on rule implementation metrics and loading progress, watershed source 

changes, external forcing factors and estuary response trends, and forward-looking adaptive 

recommendations. 

bǳǘǊƛŜƴǘ ǇƻƭƭǳǘƛƻƴΣ ƛƴ ǘƘŜ ŦƻǊƳ ƻŦ ŜȄŎŜǎǎ ƴƛǘǊƻƎŜƴ ŀƴŘ ǇƘƻǎǇƘƻǊǳǎ ƛƴǇǳǘǎΣ ǊŜƳŀƛƴǎ ƻƴŜ ƻŦ bƻǊǘƘ /ŀǊƻƭƛƴŀΩǎ 

ŀƴŘ ǘƘŜ ƴŀǘƛƻƴΩǎ most challenging water quality issues. To address this over-enrichment, the Division of 

Water Resources leads the development, implementation, and oversight of regulatory nutrient management 

ǎǘǊŀǘŜƎƛŜǎ ǘƻ ǊŜǎǘƻǊŜ bƻǊǘƘ /ŀǊƻƭƛƴŀΩǎ Ƴƻǎǘ ǾŀƭǳŀōƭŜ ǿŀǘŜǊǎΦ /ƻƳǇǊŜƘŜƴǎƛǾŜ ŀƴŘ ŎǳǎǘƻƳƛȊŜŘ ǎǘǊŀǘŜƎƛŜǎ ŀǊŜ ƛƴ 

place to restore the Tar-Pamlico and Neuse Estuaries as well as Falls and Jordan Lakes. The Neuse and Tar-

Pamlico nutrient strategies are intended to equitably reduce nutrient loading from different regulated 

sectors to eliminate excess algal production and resulting algal-related impairments in two of North 

/ŀǊƻƭƛƴŀΩǎ Ƴƻǎǘ ŜƴǾƛǊƻƴƳŜƴǘŀƭƭȅ ŀƴŘ ŜŎƻƴƻƳƛŎŀƭƭȅ ƛƳǇƻǊǘŀƴǘ ŜǎǘǳŀǊƛŜǎΦ  

The nutrient reductions called for from both point and nonpoint sources have resulted in some modest 

successes during that time, including nitrate loading reductions in both river basins despite significant 

population increases.  However, while all regulated sectors continue to meet their obligations in these 

watersheds, full restoration of these estuaries has not been attained and total nutrient loads have been 

trending upward in recent years.   

 

Scope of Report  
One notable provision included in the revised Neuse and Tar-Pamlico Purpose and Scope Rules was the 

addition of adaptive management language. This new provision recognizes the ongoing water quality issues 

in both estuaries and that the availability of more information to evaluate implementation over time which 

may result in further refinements to the rules should they be needed. It also adds a date by which an 

evaluation of progress will be completed, and recommendations made by the Division including the 

requirement for the Division to report on implementation progress to the Water Quality Committee of the 

Environmental Management on a biannual basis. 

tǳǊǎǳŀƴǘ ǘƻ tŀǊŀƎǊŀǇƘ όŜύ ƻŦ ǘƘŜ bŜǳǎŜ bǳǘǊƛŜƴǘ {ǘǊŀǘŜƎȅΩǎ tǳǊǇƻǎŜ ŀƴŘ {ŎƻǇŜ ǊǳƭŜ όмр! b/!/ лн. Φлтмлύ 

and Item (4) of the Tar-tŀƳƭƛŎƻ bǳǘǊƛŜƴǘ {ǘǊŀǘŜƎȅΩǎ tǳǊǇƻǎŜ ŀƴŘ {ŎƻǇŜ rule (15A NCAC 02B .0730), the 

5ƛǾƛǎƛƻƴ ƛǎ ŎƘŀǊƎŜŘ ǿƛǘƘ ŘŜǾŜƭƻǇƛƴƎ ŀ ŎƻƳǇǊŜƘŜƴǎƛǾŜ ǊŜǘǊƻǎǇŜŎǘƛǾŜ ŜǾŀƭǳŀǘƛƻƴ ƻŦ ǎǘǊŀǘŜƎȅΩǎ ƛƳǇƭŜƳŜƴǘŀǘƛƻƴ 

metrics and loading progress, watershed source changes, external forcing factors and estuary response 

trends, along with forward-looking adaptive recommendations.  

 ά¢ƘŜ 5ƛǾƛǎƛƻƴ ǎƘŀƭƭ ǾŀƭǳŀǘŜ ǘƘŜ ōŀǎƛƴΩǎ ƴǳǘǊƛŜƴǘ ŘȅƴŀƳƛŎǎ ǘƻ ƛƴŦƻǊƳ ŀƴŘ ƎǳƛŘŜ ŀŘŀǇǘƛǾŜ ƳŀƴŀƎŜƳŜƴǘΦ 

This evaluation shall utilize all sources of available information. Including stakeholder input, and shall 

consider drivers, character, and shifts in the impairment with time, trends, and character of loading 

delivered to the estuary, and distribution and character of loading inputs to the basin and changes to 

those inputs over time. The evaluation shall address the extent to which the reduction goals identified 

ƛƴ ώΧΦϐ ƻŦ ǘƘƛǎ wǳƭŜ ƘŀǾŜ ōŜŜƴ ŀŎƘƛŜǾŜŘ ŀƴŘ ǎƘŀƭƭ ǇǊƻǾƛŘŜ ǊŜŎƻƳƳŜƴŘŀǘƛƻƴǎ ƻƴ ƳŀƴŀƎŜƳŜƴǘ ƴŜŜŘǎΦ 
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The Division shall complete the evaluation within three years of the effective date of this Rule and 

shall distribute the findings upon completion. The Division shall also report biannually to the Water 

Quality Committee of the Commission on implementation progress and reductions achieved by 

ǎƻǳǊŎŜǎ ǎǳōƧŜŎǘ ǘƻ ǘƘŜ bŜǳǎŜ ƴǳǘǊƛŜƴǘ ǎǘǊŀǘŜƎȅΦέ 

The remainder of the report is presented in five sections. After a general overview of each basin, a status of 

strategy implementation is provided rule by rule. This is followed by an assessment of water quality metrics 

regarding the response of the estuaries to rule implementation to date. The next two sections of the report 

provide updates on the shifting watershed and environmental dynamics, ranging from changes in land cover 

types, population and agriculture crop shifts, and climate-driven factors such as frequency and intensity of 

tropical storms and other extreme storm events. Finally, the Division offers some brief parting thoughts on 

management recommendations and our understanding of the changing dynamics impacting nutrient loading 

to the estuary. 

 

FIGURE 1. NEUSE AND TAR-PAMLICO RIVER BASINS 

 

 
Neuse River Basin - Overview  
Eutrophication became a water quality concern in the lower Neuse River basin in the late 1970s and early 

1980s.  Nuisance algal blooms prevalent in the upper estuary prompted investigations by DWQ.  These 

investigations, as well as other studies, indicated that algal growth was being stimulated by excess nutrients 

entering the estuarine waters of the Neuse River.  In 1988 the lower Neuse River basin received the 

supplemental classification of nutrient sensitive waters (NSW).  As part of this early nutrient strategy, new 
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and expanding NPDES discharges, as well as existing facilities with design flows greater than 0.05 MGD, were 

given a quarterly average phosphorus limit of 2 mg/l.  Phosphorus loading was greatly reduced and algal 

blooms in the river and freshwater portions of the estuary were reduced as a result of this action. 

The 1993 Neuse Basinwide Water Quality Plan recognized that eutrophication continued to be a water 

quality problem in the estuary below New Bern.  Extensive fish kills in 1995 prompted further study of the 

problem.  Low dissolved oxygen levels associated with algal blooms were determined to be a probable cause 

of many of the fish kills.  Researchers also identified the presence of a toxic dinoflagellate, Pfiesteria piscida, 

that contributed to many of the fish kills. 

The algal blooms and correspondingly high levels of chlorophyll a prompted DWQ to place the Neuse River 

estuary on the 1994 303(d) list of impaired waters.  In 1996, the NC Senate Select Committee on River Water 

Quality and Fish Kills sponsored a workshop with numerous scientists familiar with the Neuse River water 

quality problems.  The group reached consensus that a 30 percent reduction in total nitrogen entering the 

estuary was a good starting goal to reduce the extent and duration of algal blooms.  In 1996, the 30 percent 

reduction was put into law (Session Laws 1995, Section 572). A Total Maximum Daily Load (TMDL) was 

developed in two stages and approved by EPA in 2002 to address the nitrogen overloading to the estuary. A 

TMDL is a calculation of the maximum amount of a pollutant that a waterbody can receive and still meet 

water quality standards, and an allocation of that load among the various sources of that pollutant. The 

TMDL developed for the Neuse estuary showed a minimum of 30% reduction in nitrogen loading is needed. 

This equates to a total load of 6.75 million pounds of nitrogen from all sources. 

To address the mounting problems in the Neuse River estuary, the Environmental Management Commission 

(EMC) adopted a comprehensive set of permanent rules that became effective August 1, 1998, as the Neuse 

Nutrient Strategy. The intent of these rules was to reduce nitrogen inputs, from both point and non-point 

sources to the estuary by 30% from the 1991-1995 baseline. While individual implementation dates varied, 

all of the rules were fully implemented by 2003.   

 
Tar-Pamlico River Basin - Overview 
During the 1970s and 1980s, incidences of fish kills and diseases, nuisance algal blooms, loss of aquatic 

vegetation, and other nutrient-related problems increased in the Pamlico estuary.  In response, the EMC 

designated the entire Tar-Pamlico River Basin ŀǎ άbǳǘǊƛŜƴǘ {ŜƴǎƛǘƛǾŜέ ƛƴ 5ŜŎŜƳōŜǊ мфуф ŀƴŘ ŎŀƭƭŜŘ ŦƻǊ ŀ 

strategy to reduce nutrient inputs within the basin.   

Lƴ ǘƘŜ ŦƛǊǎǘ ǇƘŀǎŜΣ Ǉƻƛƴǘ ǎƻǳǊŎŜǎ ǎǳŎŎŜǎǎŦǳƭƭȅ ǊŜŘǳŎŜŘ ŘƛǎŎƘŀǊƎŜ ƴǳǘǊƛŜƴǘ ƭƻŀŘǎ ǳƴŘŜǊ ŀƴ ƛƴƴƻǾŀǘƛǾŜ ΨǘǊŀŘƛƴƎΩ 

program.  The second phase established estuary-based goals of a 30% reduction in nitrogen loading and no 

increase in phosphorus loading relative to a 1991 baseline condition, continued the point source caps and 

offset program, and called on nonpoint sources to voluntarily meet the loading goals.  In 1998, the EMC 

initiated rulemaking to implement nonpoint source goals. Modeled after rules implemented in the adjacent 

Neuse River Basin in 1998, a set of rules addressing four areas (agriculture, urban stormwater, riparian 

buffers, and fertilizer management) went into effect during 2000 and 2001. 

The rules called for a 30% reduction of nitrogen inputs to the estuary from major sources, including both 

wastewater and runoff pollution. That corresponds to a total maximum daily load of approximately 3 million 

lbs/yr TN and 400,000 lbs/yr TP. The rules called for no increase in phosphorus load compared to a baseline 

year of 1991. As part of the overall strategy, nitrogen and phosphorus loading caps for an association of 
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fifteen point source dischargers, the Tar-Pamlico Basin Association, are implemented under a nutrient control 

agreement.   

The EMC adopted a comprehensive set of permanent rules effective April 2001 to implement the Tar-Pamlico 

Nutrient Strategy. While individual implementation dates varied, all rules were fully implemented by 2006.
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Nutrient Strategy Rule Implementation Status 
The North Carolina Environmental Management Commission (EMC) adopted two comprehensive sets of 

nutrient management strategy rules for the Neuse and Tar-Pamlico River Basins through two separate 

rulemaking efforts. The Neuse Nutrient Strategy Rules went into effect in August 1998, followed by the Tar-

Pam Nutrient Strategy Rules that went into effect in April 2001. While individual implementation dates 

varied, all the rules were fully implemented by 2003 (Neuse) and 2005 (Tar-PamlicoύΦThe two sets of rules 

were revised and readopted effective April 1, 2020 (Table 1). This section of the report provides an overview 

of the Neuse and Tar-Pamlico strategy requirements and implementation progress.  

 

TABLE 1. NEUSE AND TAR-PAMLICO NUTRIENT STRATEGY RULES 

15A NCAC 02B Rule  Rule Title 

  
Neuse River Basin Nutrient Management Strategy 

.0701 Definitions 

.0703 Nutrient Offset Credit Trading Rule 

.0710 Purpose & Scope 

.0711 Stormwater Management for New Development 

.0712 Agriculture 

.0713 Wastewater Discharge Requirements 

.0714 Protection & Maintenance of Existing Riparian Buffers 

  
Tar-Pamlico River Basin Nutrient Management Strategy 

.0730 Purpose & Scope 

.0731 Stormwater Management for New Development 

.0732 Agriculture 

.0733 Wastewater Discharge Requirements 

.0734 Protection and Maintenance of Existing Riparian Buffer 

.0735 Delegation of Authority ς Buffer Protection & Maintenance 

 

Wastewater 
The Neuse Wastewater Discharge Requirements rule was effective in January 1998. The rule applies to all 

wastewater treatment facilities in the basin that receive nutrient-bearing wastewater and are governed by 

individual National Pollutant Discharge Elimination System (NPDES) permits (Figure 2). The aim of the rule is 

to achieve the mandated 30 percent reduction in nitrogen load from these dischargers to the Neuse River 

estuary. In the 2000 renewal cycle, the DWR modified all Neuse wastewater permits to include nitrogen and 

phosphorus monitoring and reporting. Where appropriate, the permits included nutrient limits and related 

conditions. NPDES discharges within the Neuse River Basin with permitted flows of 0.5 million gallons per day 

(mgd) must comply with annual mass limits equal to their assigned allocations that became effective in 

calendar year 2003. The rule provides NPDES dischargers the option of forming a compliance association in 

which members work collectively to reduce their nitrogen loadings to the estuary. Association members are 

subject to a combined nitrogen limit rather than to their individual permit limits and can decide the most 

practical and cost-effective means of meeting the group limit.    
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FIGURE 2. MAP OF NEUSE AND TAR-PAMLICO WASTEWATER DISCHARGERS 

 

In 2002 interested permittees established the Neuse River Compliance Association (NRCA) to pursue the 

ǊǳƭŜΩǎ ƎǊƻǳǇ ŎƻƳǇƭƛŀƴŎŜ ƻǇǘƛƻƴΦ 5²w ƛǎǎǳŜŘ ǘƘŜ ŦƛǊǎǘ ƎǊƻǳǇ ǇŜǊƳƛǘ ƻŦ ƛǘǎ ƪƛƴŘ ǘƻ ǘƘŜ !ǎǎƻŎƛŀǘƛƻƴ ŀƴŘ ƛǘǎ Ŏƻ-

permittee members that same year. In 2021, the Association was comprised of permittees with 27 permits 

and had a combined estuary limit of 124,838 lb/yr TN. In 2021, the total nitrogen load for the NRCA 

ƳŜƳōŜǊǎΩ ŦŀŎƛƭƛǘƛŜǎ ǿŀǎ ŎŀƭŎǳƭŀǘŜŘ ŀǎ рспΣурф ƭōκȅǊ ¢b ŀt the estuary, which represents 46 percent of the 

ƎǊƻǳǇΩǎ нлнм ƴƛǘǊƻƎŜƴ ƭƛƳƛǘ ŀƴŘ ŀ су ǇŜǊŎŜƴǘ ǊŜŘǳŎǘƛƻƴ ƛƴ ¢b ƭƻŀŘƛƴƎ ŦǊƻƳ ǘƘŜƛǊ мффр ōŀǎŜƭƛƴŜ ƭƻŀŘǎ (Figure 

3). 
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FIGURE 3. NEUSE RIVER COMPLIANCE ASSOCIATION ANNUAL NITROGEN LOADS (1995-2021) 

 

 

In 2021, the total nitrogen load for the 15 member facilities of the Tar-tŀƳƭƛŎƻ .ŀǎƛƴ !ǎǎƻŎƛŀǘƛƻƴ, an 

ŀǎǎƻŎƛŀǘƛƻƴ ƻŦ Ǉƻƛƴǘ ǎƻǳǊŎŜ ŘƛǎŎƘŀǊƎŜǊǎΣ ǿŀǎ ŎŀƭŎǳƭŀǘŜŘ ŀǎ смлΣтттlbs, which represents 68 percent of the 

nitrogen cap. The total phosphorus load was calculated at 102,919 pounds, or 64 percent of the phosphorus 

cap (Figure 4)Φ  ¢ƘŜǎŜ ŎŀǇǎ ǿŜǊŜ ŜǎǘŀōƭƛǎƘŜŘ ƛƴ ǘƘŜ ǎǇǊƛƴƎ ƻŦ нллр ǿƘŜƴ ǘƘŜ 9a/ ŀǇǇǊƻǾŜŘ ǘƘŜ ǘƘƛǊŘ ǇƘŀǎŜ ƻŦ 

the overarching basin nutrient strategy and point source ά!greementέΦ   

 

FIGURE 4. TAR-PAMLICO BASIN ASSOCIATION ANNUAL NITROGEN AND PHOSPHORUS LOADS (1991-2021) 
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Phase I of the Agreement was initiated in 1990 as a technology-ōŀǎŜŘ Ǉƻƛƴǘ ǎƻǳǊŎŜ ǘǊŀŘƛƴƎ ǇǊƻƎǊŀƳΦ  tƘŀǎŜ LL 

ŎƻǾŜǊŜŘ ŀƴƻǘƘŜǊ ǘŜƴ ȅŜŀǊǎ ǘƘǊƻǳƎƘ 5ŜŎŜƳōŜǊ нллпΣ ŀƴŘ tƘŀǎŜ LLL ǎǇŀƴƴŜŘ ŀƴ ŀŘŘƛǘƛƻƴŀƭ ǘŜƴ ȅŜŀǊǎ ǘƘǊƻǳƎƘ 

5ŜŎŜƳōŜǊ нлмпΦ  Lƴ Wǳƭȅ нлмс ǘƘŜ 9a/ ŀǇǇǊƻǾŜŘ ǘƘŜ ŦƻǳǊǘƘ ǇƘŀǎŜ ƻŦ ǘƘŜ !ƎǊŜŜƳŜƴǘ ǿƘƛŎƘ ǎǇŀƴǎ ŀƴ 

additional ten years through May 31, 2025. Phase IV continues the overall performance goals for the nutrient 

strategy of 30 percent reduction in nitrogen loading and no increase in loading of phosphorous from the 

ōŀǎŜƭƛƴŜ ȅŜŀǊ мффмΦ  tƘŀǎŜ L± ŀƭǎƻ ŀŘŘŜŘ ƴƛǘrogen and phosphorus limits to individual permit renewals in 

2016 to complement the group loading caps and provide for better enforceability. In 2023 the Division began 

working on revising the Tar-Pamlico Wastewater rule to incorporate the requirements of the latest phase of 

the Agreement in anticipation of Phase IV concluding in May 2025.  

 

Agriculture  
Each Agriculture rule provides for a collective strategy for farmers to meet a 30% nitrogen loss reduction 

within five years.  A Basin Oversight Committee (BOC) and seventeen Local Advisory Committees (LACs) were 

established in the Neuse, and a BOC and fourteen LACs were established in the Tar-Pamlico, to implement 

ŜŀŎƘ ǿŀǘŜǊǎƘŜŘΩǎ !ƎǊƛŎǳƭǘǳǊŜ ǊǳƭŜ ŀƴŘ ǘƻ ŀǎǎƛǎǘ ŦŀǊƳŜǊǎ ǿƛǘƘ ŎƻƳǇƭȅƛƴƎ ǿƛǘƘ ǘƘŜ ǊǳƭŜΦ  59vΩǎ Division of Soil 

and Water Conservation staff use input from the LACs to calculate their annual reductions using the Nitrogen 

[ƻǎǎ 9ǎǘƛƳŀǘƛƻƴ ²ƻǊƪǎƘŜŜǘ όb[9²ύ ŀƴŘ ŦǊƻƳ ǘƘŜǊŜ ǇǊƻŘǳŎŜ ŜŀŎƘ ȅŜŀǊΩǎ ŀƴƴǳŀƭ ǊŜǇƻǊǘΣ ǎǘŀǊǘƛƴƎ ƛƴ нллмΦ 

When evaluating agricultural nutrient management, the contribution of nitrogen from cropland to the 

ǿŀǘŜǊǎƘŜŘ ŀǘ ƭŀǊƎŜ ƛǎ ŘŜǎŎǊƛōŜŘ ƛƴ ǘŜǊƳǎ ƻŦ ǘƘŜ ŀƳƻǳƴǘ ƻŦ ƴƛǘǊƻƎŜƴ άƭƻǎǘέ ŦǊƻƳ ŦƛŜƭŘǎΣ ǘƘŀǘ ƛǎΣ ŀ ŘƛŦŦŜǊŜƴǘ ǿŀȅ 

of describing nitrogen export from cropped areas.  Nutrient reduction objectives are put in terms of reducing 

that loss of nitrogen as compared to the amount of nitrogen lost from cropped areas during a baseline period 

for each watershed. In the Agriculture Rules, nitrogen loss, and reduction of that loss, is estimated 

collectively from all regulated agricultural operations in each watershed using the Nitrogen Loss Estimation 

Worksheet (NLEW).  b[9² ƛǎ ŀƴ άŜŘƎŜ-of-ƳŀƴŀƎŜƳŜƴǘ ǳƴƛǘέ ŀŎŎƻǳƴǘƛƴƎ ǘƻƻƭΤ ƛǘ ŜǎǘƛƳŀǘŜǎ ŎƘŀƴƎŜǎ ƛƴ 

nitrogen loss from croplands but does not capture the effects of nitrogen applied to pastureland nor does it 

estimate changes in nitrogen loading to surface waters. 

!ǘ ǘƘƛǎ ǘƛƳŜΣ ǘƘŜ ŀƎǊƛŎǳƭǘǳǊŀƭ ŎƻƳƳǳƴƛǘȅ ƛƴ ōƻǘƘ ǿŀǘŜǊǎƘŜŘǎ ƘŀǾŜ ŜȄŎŜŜŘŜŘ ǊǳƭŜ ǊŜǉǳƛǊŜƳŜƴǘǎ ƻŦ ŀǘ ƭŜŀǎǘ ŀ 

collective 30% ǊŜŘǳŎǘƛƻƴ ƻŦ ƭƻǎǎ ōȅ ŀŎƘƛŜǾƛƴƎ ŀ ŎƻƭƭŜŎǘƛǾŜ ор҈ ƴǳǘǊƛŜƴǘ ƭƻǎǎ ǊŜŘǳŎǘƛƻƴ ǊƛƎƘǘ ŀŦǘŜǊ wǳƭŜ 

ƛƳǇƭŜƳŜƴǘŀǘƛƻƴΣ ŀƴŘ ƳƻǊŜ ǘƘŀƴ рл҈ ǊŜŘǳŎǘƛƻƴ ƛƴ ƴǳǘǊƛŜƴǘ ƭƻǎǎ ƛƴ ǘƘŜ Ƴƻǎǘ ǊŜŎŜƴǘ ŎǊƻǇ ȅŜŀǊǎΦ  Lƴ ǘƘŜ bŜǳǎŜ 

.ŀǎƛƴΣ ŀƎǊƛŎǳƭǘǳǊŜ Ƙŀǎ ŀŎƘƛŜǾŜŘ ŀƴ ŜǎǘƛƳŀǘŜŘ рл ǇŜǊŎŜƴǘ ǊŜŘǳction in nitrogen loss compared to the 1991-

1995 baseline (Figure 5). In the Tar-tŀƳƭƛŎƻ .ŀǎƛƴΣ ŀƎǊƛŎǳƭǘǳǊŜ ŜǎǘƛƳŀǘŜǎ ŀ рр ǇŜǊŎŜƴǘ ǊŜŘǳŎǘƛƻƴ ƛƴ ƴƛǘǊƻƎŜƴ 

(N) loss compared to the 1991 baseline (Figure 6).  In each figure, different colors represent the different 

versions of NLEW used. The NLEW captures application of both inorganic and animal waste sources of 

fertilizer to cropland.  Overall, nitrogen loss reductions were achieved through a combination of fertilization 

rate decreases, cropping shifts, BMP implementation, and cropland acreage fluctuation.    
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FIGURE 5. ESTIMATED REDUCTIONS IN NITROGEN LOSS FROM NEUSE BASIN CROPLAND AGRICULTURE, 2001-2021 

 

FIGURE 6. ESTIMATED REDUCTIONS IN N LOSS FROM TAR-PAMLICO BASIN CROPLAND AGRICULTURE 2001-2021  

 

Additional metrics for changes to the agricultural landscape over the past twenty years, such as crop shifts, 

cropland lost, and changes in fertilizer application rates can be found in the Watershed Changes Section of 

this report. 

New Development Stormwater 
During 2002, the fifteen local governments in the Neuse Basin subject to the basin stormwater rule 

ŘŜǾŜƭƻǇŜŘ ŀƴŘ ŜƴŀŎǘŜŘ ǎǘƻǊƳǿŀǘŜǊ ǇǊƻƎǊŀƳǎΦ  !ƭƭ ƴŜǿ ŘŜǾŜƭƻǇƳŜƴǘ ŀŎǘƛǾƛǘȅ ƛƴ ǘƘŜǎŜ ŎƻƳƳǳƴƛǘƛŜǎ ƛǎ 

required to implemŜƴǘ ǎǘƻǊƳǿŀǘŜǊ ŎƻƴǘǊƻƭ ƳŜŀǎǳǊŜǎ ǘƻ ǊŜŘǳŎŜ ƴƛǘǊƻƎŜƴ ŜȄǇƻǊǘ ǘƻ ƳŜŜǘ ǘƘŜ ōŀǎƛƴ ƎƻŀƭǎΦ !ƭƭ 

of the local governments subject to the Neuse Stormwater Rule have also developed ordinances and 

programs that, in addition to requiring the nutrient export goal be met, establish local authority for the 
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ǊŜƳƻǾŀƭ ƻŦ ƛƭƭŜƎŀƭ ŘƛǎŎƘŀǊƎŜǎ ŀƴŘ ǇǳōƭƛŎ ŜŘǳŎŀǘƛƻƴ ǇǊƻƎǊŀƳǎ ǘƻ ŀǎǎƛǎǘ ƛƴ ǊŜŘǳŎǘƛƻƴ ƻŦ ƴǳǘǊƛŜƴǘ ŜȄǇƻǊǘ ŦǊƻƳ 

ŘŜǾŜƭƻǇŜŘ ƭŀƴŘǎΦ 9ŀŎƘ ƭƻŎŀƭ ƎƻǾŜǊƴƳŜƴǘ ƛǎ ǊŜǉǳƛǊŜŘ ǘƻ ǎǳōƳƛǘ ŀƴ ŀƴƴǳŀƭ ǎǘƻǊƳǿŀǘŜǊ ǊŜǇƻǊǘ ōȅ ǘƘŜ ŜƴŘ ƻŦ 

October eaŎƘ ȅŜŀǊ ǘƻ ŘƻŎǳƳŜƴǘ ǘƘŜƛǊ ŎƻƴǘƛƴǳŜŘ ƛƳǇƭŜƳŜƴǘŀǘƛƻƴ ƻŦ ǘƘŜ ǎǘƻǊƳǿŀǘŜǊ ǊǳƭŜΦ  

During 2004, eleven local governments subject to the Tar-Pamlico Basin stormwater rule developed and 

ŜƴŀŎǘŜŘ ǎǘƻǊƳǿŀǘŜǊ ǇǊƻƎǊŀƳǎΦ  [ƻŎŀƭ ǊŜƎǳƭŀǘƻǊȅ ǇǊƻƎǊŀƳǎ ŦƻǊ ƴŜǿ ŘŜǾŜƭƻǇƳŜƴǘ ǿŜǊŜ ƛƳǇƭŜƳŜƴǘŜŘ ōŜǘǿŜŜƴ 

{ŜǇǘŜƳōŜǊ ŀƴŘ 5ŜŎŜƳōŜǊ нллпΦ  !ƭƭ ƴŜǿ ŘŜǾŜƭƻǇƳŜƴǘ ŀŎǘƛǾƛǘȅ ƛƴ ǘƘŜǎŜ ŎƻƳƳǳƴƛǘƛŜǎ ƛǎ ǊŜǉǳƛǊŜŘ ǘƻ 

implement stormwater control measures to reduce nitrogen and phosphorus export to meet the basin 

ƎƻŀƭǎΦ !ƭƭ ƻŦ ǘƘŜ ƭƻŎŀƭ ƎƻǾŜǊƴƳŜƴǘǎ ǎǳōƧŜŎǘ ǘƻ ǘƘŜ ¢ŀǊ-Pamlico Stormwater Rule have also developed 

ordinances and programs that, in addition to requiring the nutrient export goal be met, establish local 

authority for the removal of illegal discharges and public education programs to assist in reduction of 

ƴǳǘǊƛŜƴǘ ŜȄǇƻǊǘ ŦǊƻƳ ŘŜǾŜƭƻǇŜŘ ƭŀƴŘǎΦ Each local government is required to submit an annual stormwater 

report by the end of October each year to document their continued implementation of the stormwater 

ǊǳƭŜΦ  

  

Lƴ нлнлΣ мр ŀŘŘƛǘƛƻƴŀƭ ŎƻƳƳǳƴƛǘƛŜǎ ƛƴ ǘƘŜ bŜǳǎŜ .ŀǎƛƴ ŀƴŘ ƻƴŜ ƭƻŎŀƭ ƎƻǾŜǊƴƳŜƴǘ ƛƴ ǘƘŜ ¢ŀǊ-Pamlico Basin 

ǿŜǊŜ ŀŘŘŜŘ ǘƻ ǘƘŜ ǎŜǘ ƻŦ ƭƻŎŀƭ ƎƻǾŜǊƴƳŜƴǘǎ ƛƳǇƭŜƳŜƴǘƛƴƎ ǘƘŜ {ǘƻǊƳǿŀǘŜǊ wǳƭŜ ōŀǎŜŘ ƻƴ increases in 

ǇƻǇǳƭŀǘƛƻƴ ŀƴŘ ŘŜǾŜƭƻǇƳŜƴǘ ŀŎǘƛǾƛǘȅ ƻǾŜǊ ǘƘŜ Ǉŀǎǘ нл ȅŜŀǊǎΦ  ¢ƘŜ ǊŜǾƛǎŜŘ ǊǳƭŜ ŎƭŀǊƛŦƛŜǎ ƛƳǇƭŜƳŜƴǘŀǘƛƻƴ ŘŜǘŀƛƭǎ 

ŀƴŘ ǳǎŜǎ ŀ ǊŜƎǳƭŀǘƻǊȅ ǎǘǊǳŎǘǳǊŜ ǎƛƳƛƭŀǊ ǘƻ ǘƘŜ {ǘŀǘŜΩǎ {ǘƻǊƳǿŀǘŜǊ wǳƭŜǎΣ ǿƘƛŎƘ ƛƴŎƭǳŘŜ ǿŀǘŜǊ ǎǳǇǇƭȅ 

watershed protection and NPDES M{пΦ  ¢Ƙƛǎ ǎƛƳǇƭƛŦƛŜǎ ƛƳǇƭŜƳŜƴǘŀǘƛƻƴ ŦƻǊ ǘƘŜ Ƴŀƴȅ ƭƻŎŀƭ ƎƻǾŜǊƴƳŜƴǘǎ 

ƛƳǇƭŜƳŜƴǘƛƴƎ ǘƘŜǎŜ ƻǘƘŜǊ ǇǊƻƎǊŀƳǎ ŀƴŘ ǘŀƪŜǎ ŀŘǾŀƴǘŀƎŜ ƻŦ ǘƘŜ Ƴŀƴȅ ƭŜǎǎƻƴǎ ƭŜŀǊƴŜŘΦ 

Both rules were also revised to address an unintended gap in onsite treatment requirements in the original 

rules that allowed developers to get the bulk of their reductions through offsite offsets. The revised rules 

stipulate treatment through at least one stormwater control measure when development reaches 24% built-

upon area, which invokes minimum statewide MS4 rule requirements. Finally, through the Stormwater 

Nitrogen and Phosphorus (SNAP) tool, the rules incorporate the latest developments in stormwater science 

and expand the suite of stormwater control measures and design variations available to developers to reflect 

DEMLR rule changes and guidance. Implementation of these changes is set to take place in stages in 2023. A 

map of major stormwater program coverage in both basins is provided in Figure 7. 
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FIGURE 7. STORMWATER PROGRAMS MAP 

 

Nutrient Offsets Trading 
In the Neuse and Tar-Pamlico, a developer must meet rule-specific nutrient loading rate targets for 

ǎǘƻǊƳǿŀǘŜǊ ŜȄƛǘƛƴƎ ǘƘŜ ǇǊƻǇŜǊǘȅΦ ¢ƘŜ ŘŜǾŜƭƻǇŜǊΩǎ ƴǳǘǊƛŜƴǘ ƭƻŀŘ ƛǎ ŎŀƭŎǳƭŀǘŜŘ ǳǎƛƴƎ ǘƘŜ ŘŜǾŜƭƻǇƳŜƴǘ Ǉƭŀƴ ŀƴŘ 

the SNAP stormwater accounting tool. Most developments exceed the rate targets absent any stormwater 

treatment practices. Once the minimum onsite treatment obligation is met, the developer may pay an in-lieu 

fee to purchase the remainder of their nutrient loads as credit from an offsite reduction activity to meet the 

loading rate targets, a process referred to as nutrient offset.  

The nutrient offset rule, NCAC 02B .0703, generally establishes standards for the creation of nutrient offset 

credits by the Division of Mitigation Services and private nutrient offset providers.  These credits are 

purchased by regulated parties to earn nutrient credit away from their project site when it provides a more 

cost-effective compliance option.  The regulatory objective of this rule is to lower the costs of rule 

compliance while achieving equivalent nutrient reductions elsewhere.  To meet this objective and ensure the 

integrity of the trading market, credited nutrient reductions must be equivalent in magnitude and certainty 

with the excess nutrient loading increases allowed by their use. 

Nutrient offset has evolved over time through a series of session laws into a 2-option system; private offset 

banks and the N.C. Division of Mitigation Services (DMS) in-lieu fee program. While there are multiple 
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options for obtaining offsets, the purchase of third-party offsets from private banks is the most popular. This 

is because most local government entities and all private developers seeking third-party nutrient offsets must 

do so through a state-approved private nutrient bank within the watershed where the development project 

is located (G.S. §143-214.26). When credit from approved private banks is not available, seekers of nutrient 

offsets are then eligible to participate in the DMS Nutrient Offset Program.  

The trend in North Carolina over the past decade has been toward using the least cost alternative for offset 

credits, despite the preference of local governments to have offsets implemented closer to the impacts. 

Because of their relative low cost, the predominant practice used by nutrient credit providers is restoration 

and enhancement of farmed riparian areas into protected forested buffers that reduce nutrients by filtering 

farm runoff. Presently these practices are credited at a rate of 75.77 lbs. N/acre/year nitrogen and 4.88 lbs. 

P/acre/year. Assuming a life expectancy of 30 years, riparian buffers have a lifetime credit value of 2,273 lbs. 

N/acre and 146.4 lbs. P/acre.  

There are currently 53 private banks established in the Neuse and Tar-Pamlico watersheds for the purpose of 

providing of nutrient offset credits. Of thee, 28 banks are in the Neuse 01 HUC. Eight private banks are 

located in the Falls watershed. Additionally, DMS has a 25 nutrient offset projects in the two river basins, 

with five of those 25 located in the Falls watersed.  

A summary of the combined total of nutrient credits sold between 2001 and 2022 from all private banks and 

DMS projects is provided in Table 2. Perhaps the most striking observation from Table 2 is the order-of-

magnitude difference in scale of total offsets between Neuse and Tar-Pamlico Basins, with roughly 3.7 million 

pounds N sold in the Neuse vs. just under 200,000 lb in the Tar-Pamlico. Also notable in the Neuse is that 

approximately 3.2 of the total 3.7 million pounds, or about 86% were sold in the upper subbasin, 01, 

encompassing the Raleigh growth area. By contrast in the Tar-Pamlico, roughly 62% of offsets occurred in the 

lower subbasin, 03, encompassing the Greenville area, with most of the rest, 34%, occurring in the upper 

subbasin, 01, reflecting growth in Raleigh bedroom communities. 
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TABLE 2. THIRD-PARTY NUTRIENT OFFSETS - NEUSE AND TAR-PAMLICO RIVER BASIN (2001-2022) 

Neuse River Basin ς Nutrient Offsets By 8-digit HUC 

 Nitrogen  Phosphorus 

Private Bank Credits Sold (lbs.)    

3020201 1,947,981 0 

3020202 14,493 0 

3020203 94,807 0 

3020204 24,391 0 

Falls Lake Watershed 102,750 12,658 

Total Private Bank (lbs.) 2,184,421 12,658 

   

DMS Credits Sold (lbs.)    

3020201 1,281,327 0 

3020202 78,482 0 

3020203 100,800 0 

3020204 39,315 0 

Falls Lake Watershed 15,485 7,313 

Total DMS (lbs.) 1,515,409 7,313 

 
Neuse Total (lbs.) 

 
3,699,830 

 
19,971 

   

Tar-Pamlico River Basin ς Nutrient Offsets By 8-digit HUC 

 Nitrogen Phosphorus 

Private Bank Credits Sold (lbs.)   

3020101 19,934 1,284 

3020102 0 0 

3020103 70,497 6,174 

3020104 18 0 

Total Private Bank (lbs.) 90,449 7,438 

   

DMS Credits Sold (lbs.)   

3020101 48,234 4,434 

3020102 825 91 

3020103 53,060 3,468 

3020104 6,176 349 

Total DMS (lbs.) 108,295 8,342 

 
Tar-Pamlico Total (lbs.) 

 
198,744 

 
15,780 

Total (Neuse + Tar-Pamlico) 
Private Banks + DMS  

 
3,898,574 (lbs.) 

 
35,751 (lbs.) 

 

Buffer Protection 
Since implementation of the Tar-Pamlico buffer rule (2000 ς 2020) Division staff have issued 1,060 buffer 

authorizations and variances impacting approximately 19,286,519 ft2 of buffers in the basin requiring buffer 

mitigation. Most of the buffer impacts are the result of activities listed in the table of uses in the Rule that are 

approved by a buffer authorization. Buffer variances are a small subset of the overall buffer impacts 



Draft ς May 16, 2023 
 

19 
 

approved, with just 34 major and 81 minor variances approved since the inception of the Tar-Pamlico buffer 

program (Figure 8). 

There have been more than four times as many square feet of buffer impacted in the Neuse than in the Tar-

Pamlico during this same time frame. Under the Neuse buffer rule Division staff have issued 3,535 buffer 

authorizations and variances impacting approximately 83,599,690 ft2 of buffers in the basin requiring buffer 

mitigation. As in the Tar-Pamlico, most of the buffer impacts are the result of activities listed in the table of 

uses in the Neuse Buffer Rule that are approved by a buffer authorization. Buffer variances remain a small 

subset of the overall buffer impacts approved, with just 67 major and 267 minor variances approved since 

the inception of the Neuse buffer program (Figure 9). 

As a result of limited staff resources, DWR has limited ability to monitor for buffer compliance related to 

impacts. DWR often relies on notification from other agencies or citizen reports and therefore, the true 

number of buffer impacts that exist in NC are difficult to determine. DWR began tracking buffer enforcement 

cases in 2005. Records indicate that from 2005 through 2000 there were 17 buffer violation enforcement 

cases in the Tar-Pamlico which impacted 575,457 ft2 of riparian buffers, resulting in civil penalty assessments 

of approximately $158,223.  There were 38 buffer violation enforcement cases in the Neuse which impacted 

917,755 ft2 of riparian buffers, resulting in civil penalty assessments of approximately $262,740. 

 

FIGURE 8. NEUSE BUFFER AUTHORIZATIONS & VARIANCES (2000-2020) 
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FIGURE 9. TAR-PAMLICO BUFFER AUTHORIZATIONS & VARIANCES (2000-2020) 

 

DWR intends to improve the database currently used for tracking buffer compliance to include the length of 

buffer impacted at each site visit, a description of the type of buffer impact, and impacted buffer location 

information. These improvements to the database will hopefully allow DWR to better measure the success of 

the buffer rules on reducing nutrient loading. 
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Water Quality Status and Trends 
Changes in Loading to the Estuaries 
Evaluating changes in nutrient loading to the Neuse & Tar-Pamlico estuaries is a useful evaluation because it 

provides a measurement of what the estuaries are experiencing in terms of pounds of nitrogen and 

phosphorus delivered to the waterbodies. However, it is also important to recognize that the loading changes 

presented in this report are estimates that are heavily influenced by climate and changes in hydrologic 

conditions in each basin that in some years may impact the reductions achieved by regulated sources. 

Nutrient loading estimates vary year by year based on differences in annual rainfall and corresponding 

increases and decreases in flow. As such, the loading estimates provided in this section were evaluated to 

demonstrate how highly variable loading can be and are not presented as an indicator of how well the 

regulated community have complied with the reduction requirements of the two nutrient management 

strategies.  

Load Estimation Methods 
Nutrient loads to both estuaries were calculated using two primary methods; the first uses the USGS 

LOADEST method. LOADEST creates a regression model based on stream flow, concentration, and time to 

develop mean load estimates with 95 percent confidence intervals on a monthly basis (Runkel et al. 2015). 

This regression equation can then be used to predict raw loading estimates by filling in the monitoring gaps 

where paired observations for flow and water quality are not available. This method is best used to 

understand the total mass of flow and nutrients being delivered by the river for given years, which can vary 

greatly year-to-year due to changes in annual rainfall and resulting flows. Total flow and load are valuable to 

know when considering what the estuary actually has to process in particular years. 

The second loading method is a non-computationally intensive flow-normalized (FN) analysis to evaluate 

annual nutrient loading trends (Lebo et al. 2012). This is done by developing loads using simple averages of 

flow and concentrations in three flow regimes and over a rolling 5-year time period. The simplified FN loading 

analysis allows evaluation of changes under the various flow regimes and provides feedback on effectiveness 

of point and nonpoint source nutrient management actions. Nutrient concentrations are estimated from the 

mean of available data and flow-weighted average concentrations. Nutrient loads for the long-term flow 

distribution are computed from the average concentration and the average flow volume calculated from the 

low, medium, and high flow intervals over the full period of record. 

A third method of load analysis was also used in the more recent Tar-Pamlico loading analysis. This third 

approach develops flow-normalized nutrient loads and concentrations using the USGS Weighted Regressions 

on Time, Discharge, and Season (WRTDS) method. This method is a recently developed exploratory data 

analysis approach that provides insight about the characteristics of water quality data and can be used to 

evaluate changes in nutrient concentration and loads (Hirsch and De Cicco, 2015; Hirsch et al., 2010). This 

approach is more computationally intensive than the Lebo flow-normalized method described above. WRTDS 

estimates concentration and load for every day of the analysis based on the closest data point, taking into 

consideration the flow, season (day of year), time (number of days from the observed point to the predicted 

one), and is given a weight to use in the prediction of the unknown concentration that day. This method is 

more useful to observe nutrient reduction progress (or lack thereof) by reducing effects of year-to-year 

variability in discharge on the record of trend in water quality. This approach also uses probability 

distributions of daily streamflow to reduce or eliminate the influence of random, year-to-year streamflow 
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variability on estimates of trends in concentration and load while preserving the influence of long-term 

trends in streamflow. 

Neuse Estuary ɀ Estuary Loading Analysis 
For this report, DWR analyzed 1991-2017 water quality and flow data collected from four monitoring stations 

located at various locations upstream of the estuary in addition to the Fort Barnwell station, which drains 

approximately 63% of the Neuse River Basin and serves as the compliance point for the nutrient 

management strategy. The location of the DWR monitoring stations and USGS flow gauges used in this 

analysis are provided in Figure 10. 

 

FIGURE 10. SELECTED MONITORING STATIONS IN THE NEUSE RIVER BASIN 

 
 

Neuse Estuary: LOADEST Loading Estimates at Fort Barnwell 
The load estimates developed using the LOADEST method are intended to provide a range of annual loading 

estimates based on flow and concentration records from the selected stations. Figure 11 below provides the 

resulting annual nitrogen and phosphorus load contributions as well as annual flow at the Fort Barnwell 

station. This provides a visual assessment of the general loading pattern since the baseline time period and 

how loads vary but are highly impacted by the year-to year variability of flow. The loading trend results for 
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the other five stations that DWR evaluated in the Neuse River basin are provided in an Appendix B of this 

report. 

 

FIGURE 11. LOADEST ANNUAL LOADS AT FORT BARNWELL STATION ς NEUSE BASIN 

 

The loading estimates using the LOADEST method at the Fort Barnwell station generally show that overall, 

NOx loading decreased until mid-2010s. While the NOx loading currently remains below baseline levels it has 

slightly increased in recent years. Total Kjeldahl nitrogen, on the other hand, has generally increased at Fort 

Barnwell over the study period. Total nitrogen loading followed the combination of increasing patterns of 

NOx and TKN resulting in an overall 38 percent increase in raw nitrogen loading to the estuary relative to the 

1991-1995 baseline period. The increases in total nitrogen load correlates well with increases in flow, 

suggesting that the increased precipitation experienced in the basin in recent years has resulted in additional 

inputs from nonpoint source runoff.  

During the study period no discernible change was observed in phosphorus loading, which is typically less 

susceptible to increases in flow. Phosphorus loading holding steady despite the increases in flow suggest 

management activities in the watershed have had some impact on loads. However, determining the exact 

reason behind changes in loading is challenging because the loads have been shown to vary from year to year 

due to changes in hydrologic conditions. Use of flow-normalized loading analysis is one way to attempt to 

tease out the factors that influence loads.
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Neuse Estuary: Flow-Normalized Nutrient Loading Trends  
To improve the loading analysis by removing the year-to-year variability of flow, the Division performed a 

second analysis using a simplified flow-normalized method (Lebo et al. 2012). By eliminating the influence of 

flow, this approach provides the ability to observe signs that factors other than changes in rainfall may have 

impacted loading in the watershed. Using this method, flow-adjusted statistics are used to account for 

substantial annual variability attributable to rainfall and are measured at the compliance point at Fort 

Barnwell.  Figure 12 shows the combined tributary flow-normalized nutrient loading at the Fort Barnwell 

monitoring station compared to the 1991-1995 baseline. 

FIGURE 12. NITROGEN REDUCTION FOR AVERAGE FLOW CONDITION COMPARED TO 1991-1995 (FORT BARNWELL) 

The results using this flow-normalized method of analysis show that following implementation of the Neuse 

rules in 1999, flow-adjusted total nitrogen loading to the Neuse Estuary fell approximately 20% by 2002.  

Since 2002, total nitrogen levels have crept back up to just slightly above the baseline levels. However, while 

inorganic nitrogen levels have seen only slight increases, total Kjeldahl nitrogen (comprised of ammonia and 

organic nitrogen) has risen as much as 30% above baseline levels with total nitrogen loading rising just 

slightly above baseline levels since 2013.  

Overall, this analysis indicates that significant reductions in NOx loads were achieved in the early 1990s, but 

the loads have shown increases in the mid-2000s but have largely remained constant over the past ten years. 

In contrast, the TKN loads have continued to increase steadily over the years resulting in total nitrogen loads 

to trend upward to just over the 1991-1995 baseline loads. The increase in organic nitrogen loading is largely 

associated with high flow events suggesting that nonpoint sources and processes, including natural 
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background organic nitrogen and runoff from both urban and agricultural sources, play a major role in the 

increased Org-N loading in the watershed.   

FIGURE 13. PHOSPHORUS REDUCTION FOR AVERAGE FLOW CONDITION COMPARED TO 1991-1995 (FORT BARNWELL) 

 

The reductions in total phosphorus relative to the 1991-1995 period have been largely holding steady since 

2000 and continue to hover between 15% and 20% below the baseline levels (Figure 13). These early 

reductions in phosphorus loading are likely a result of a combination of the statewide ban on phosphate 

detergents that was implemented in 1988 and the fact that point source discharges to the Upper and Lower 

Neuse River Basin were required to meet phosphorus discharge limits ƛƴ ǘƘŜ ŜŀǊƭȅ мффлΩǎ ŀǎ required by the 

NSW classification. Dischargers with permitted flows greater than 0.05 mgd to the Upper Neuse were 

required to meet a 2 mg/L quarterly total phosphorus discharge limit by 1990. While in the Lower Neuse 

River basin, existing dischargers with permitted flow greater than 0.5 mgd and new or expanding dischargers 

with permitted flows of greater than 0.05 mgd were required to meet the new 2.0 mg/L quarterly average 

concentration TP limit by 1993. 
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FIGURE 14. UPSTREAM TO DOWNSTREAM: % CHANGE IN NEUSE BASIN NITROGEN LOAD FROM 1991-1995 BASELINE 

 

 

A comparison of the flow-normalized results for each the monitoring stations evaluated throughout the basin 

indicates a decrease in flow normalized NOx loads at five of the seven stations evaluated starting at the 

upper end of the basin at Crabtree Creek (Figure 14). These reductions in NOx track urban areas and 

discharge points in the upper basin, with a 57% reduction near Clayton downstream of Raleigh followed by 

diminished reductions as you move lower in the basin past Goldsboro and Kinston to the compliance point 

for the estuary at the Fort Barnwell. The Fort Barnwell station has mixed results of a decrease in NOx offset 

by a significant increase in TKN resulting in an overall slight increase in total nitrogen loading relative to the 

1991-1995 baseline period of the analysis. The Trent River station which shows the greatest percent increase 

for all three nitrogen parameters, but represents significantly less flow and relative total load in comparison 

to the compliance point at Fort Barnwell 

Overall, the 2017 analysis indicates that significant reductions in NOx loads were achieved in the early 1990s, 

but the loads have shown increases starting around 2003 and continuing through 2017 while remaining 

below baseline levels. Meanwhile after an initial decrease in TKN loading ƛƴ ǘƘŜ ƭŀǘŜ мффлΩǎ it has continued 

to increase steadily over the years and continue to offset the nitrate & nitrite reductions. Both the Seasonal 

Kendall test and the FN loading analysis show that there was a reduction in NOx loading and an increase in 

Org-N loading.  The increase in Org-N loading is largely associated with high flow events suggesting that 

nonpoint sources and processes, including natural background Org-N and runoff from both urban and 

agricultural sources, play a major role in the increased Org-N loading in the watershed.  The results of this 

analysis confirm the nutrient loading trends and increased Org-N inputs in the Neuse River Basin reported in 

recent studies (AquAeTer, 2016, and Osburn, et al., 2016,). There remains a need for future studies that focus 

on identification of Org-N sources and effective management options. 
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Tar-Pamlico ɀ Estuary Loading Analysis 
!ǎ ǿƛǘƘ ǘƘŜ bŜǳǎŜΣ 5²wΩǎ aƻŘŜƭƛƴƎ ŀƴŘ !ǎǎŜǎǎƳŜƴǘ .ǊŀƴŎƘ ǳǎŜŘ ƳǳƭǘƛǇƭŜ ǘǊŜƴŘ ŀƴŘ ƭƻading estimation tools 

to assess the progress towards meeting the Tar-Pam nutrient management strategy goals. The trend analyses 

focused on data from the ambient monitoring station O6500000, between 1991ς20202, to evaluate progress 

towards meeting NSW reduction goals. This station is located at Grimesland, which is approximately 7 miles 

upstream of Washington. The location of the DWR monitoring stations and USGS flow gauges used in this 

analysis are provided in Figure 15.  

FIGURE 15. SELECTED TAR-PAMLICO RIVER BASIN WATER QUALITY MONITORING STATIONS 

 

 

Tar-Pamlico LOADEST Results 
These load estimates are intended to provide a range of annual loading estimates based on flow and 

concentration records from the selected stations. Figure 16 below provides the resulting annual nitrogen and 

phosphorus load contributions as well as annual flow at the Grimesland monitoring station. This provides a 

visual assessment of the general loading pattern since the baseline and how loads vary but are highly 

impacted by the year-to year variability of flow. The loading trend results for the other four stations DWR 

evaluated in the Tar-Pamlico basin are provided in an Appendix B of this report. 
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FIGURE 16. LOADEST ANNUAL LOADS AT GRIMESLAND - TAR-PAMLICO 

 

 

As seen with the analysis performed in the Neuse, the loading Tar-Pamlico estimates using the LOADEST 

method at the Grimesland station generally show that NOx loading decreased overall in the basin until mid-

2010s and has slightly increased in recent years (Figure 16). Total Kjeldahl Nitrogen, on the other hand, has 

generally increased over the study period and appears to correlate very strongly with the increases and 

decreases in annual flows. Total Nitrogen loading followed the combinations increasing patterns of NOx and 

TKN resulting in an approximately 22 percent increase in raw nitrogen loading at the Grimesland station 

relative to the baseline period.  

Despite the increase in flow relative to baseline no discernible change was observed in phosphorus loading to 

the estuary based on the LOADEST estimates. As with the analysis performed for the Neuse basin, 

determining the exact reason behind changes in loading is challenging due to the year-to-year changes in 

hydrologic conditions. Use of flow-normalized loading analysis, as described in the next section, is one way to 

attempt to tease out the factors that influence annual loads. 

 

Tar-Pamlico: Flow Normalized Loads  
In order to evaluate progress in achieving the nutrient reduction goal set by the Tar Pamlico River Basin 

nutrient management strategy, Flow-Normalized (FN) load estimated under long-term average flow 

conditions were compared to the average load for the 1991-1995 period. Five-year moving averages of NOx-

N, TKN, TN and TP loads were computed and compared with the corresponding value for the 1991ς1995 

period (Figure 17). 



Draft ς May 16, 2023 
 

 

29 
 

 

FIGURE 17. NITROGEN REDUCTION FOR AVERAGE FLOW CONDITION COMPARED TO 1991-1995 (GRIMESLAND) 

 

The results of the flow normalized loading analysis indicate a reduction in NOx loading, but an increase in TKN 

loading relative to the 1991-1995 baseline period. Flow-normalized NOx loading gradually decreased from 

the 1991-1995 period to the end of the study period in 2021. It reached a minimum value of -24.1% in the 

2004-2008 period. The average reduction achieved was approximately -15% for all periods beginning with 

1992ς1996. Flow-normalized TKN loading at Grimesland decreased from the baseline period and reached the 

minimum values of -5.0% in the 1997-2001 period and increased substantially afterwards reaching a 

maximum increase of 66% during the 2008-2012 period. Flow-normalized TKN loading has been consistently 

higher than the 1991ς1995 period since the 1998-2002 time-period and increased by about 33% during this 

period. Since Ammonia loading declined over the same period, the increase in TKN loading was primarily due 

to an increase in the organic nitrogen fraction. The recent increase in TKN flow normalized loadings appears 

to be mainly due to increases for the high flow intervals.  

 

Over the course of the study period the flow-normalized total nitrogen loading has exhibited the combination 

of increasing patterns for NOx and TKN. Total nitrogen loading was consistently lower than the 1991-1995 

loading through the 2004-2008 period and has been higher than the baseline loading levels ever since. The 

total nitrogen load was estimated to have its biggest drop to an estimated -14% in the 1994-1998 time period 

and has been gradually increasing ever since as it tracks increases in NOx and TKN in the basin over time. As 
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in the Neuse, it is believed the large increases in TKN in the Tar-Pam are driven by organic nitrogen inputs. 

This increase in organic nitrogen loading is largely associated with high flow events suggesting that nonpoint 

sources and processes, including natural background organic nitrogen and runoff from both urban and 

agricultural sources. 

 

FIGURE 18. PHOSPHORUS REDUCTION FOR AVERAGE FLOW CONDITION COMPARED TO 1991-1995 (GRIMESLAND) 

 

Flow-normalized phosphorus loading at Grimesland has been consistently lower than the corresponding 

1991-1995 loading until the 2009-2013 period when the load increased to approximately 30% greater than 

the 1991-1995 load (Figure 18). Since the peak in 2013, the phosphorus loading has decreased over the past 

8 years to a minimum value of -12.0% in 2021. It is believed this dramatic increase in phosphorus loading 

during the 2009-2013 time period was the result of increases in the high flow intervals as well as the 

increases in phosphorus concentration during that time frame. More recent monitoring data indicate the 

phosphorus loading levels remain below baseline levels and are consistent with results observed prior to 

2009. 
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FIGURE 19. UPSTREAM TO DOWNSTREAM: % CHANGE IN TAR-PAMLICO BASIN NITROGEN LOAD FROM 1991-1995 

 
 

The results of the FN loading analysis indicate a decrease in flow normalized NOx loads at four of the five 

stations evaluated starting at the upper end of the basin at the Tar River at NC 96. These reductions then 

fluctuate as you move down the basin past Enfield and Tarboro and show an ever bigger 62% reduction at 

the Chicod Creek station followed by a more modest 11% reduction in NOx at the compliance point for the 

estuary at Grimesland at the lower end of the basin (Figure 19). This station at Grimesland has mixed results 

showing decrease in NOX along with a significant increase in TKN resulting in an overall slight 7% increase in 

total nitrogen loading relative to the 1991-1995 baseline period of the analysis. 

 

Tar-Pam ɀ WRTDS Method 
The third method in this analysis takes another approach at addressing the influence of flow variability by 

calculating flow-normalized tributary loads and concentrations using the USGS Weighted Regressions on 

Time, Discharge, and Season (WRTDS) method. This method removes the effects of annual flow variations 

and is useful for observing changes in nutrient loads that occur as a result of management activities. The 

WRTDS method is a recently developed exploratory data analysis approach that provides insight about the 

characteristics of water quality data and can be used to evaluate changes in nutrient concentration and 

loads.  
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FIGURE 20. WRTDS NORMALIZED LOADING ANALYSIS FOR TAR-PAMLICO RIVER BASIN 

 

 

The results in Figure 20 above show the change in flow normalized nitrogen and phosphorus loads for all five 

stations over the same time period using the WRTDS flow normalized method.  As with the results using the 

Lebo method, the stations higher up in the watershed show increases in nitrogen loading while loading at 

Chicod creek shows a significant reduction in both nitrogen and phosphorus loading. The Grimesland station 

again exhibits mixed results with a decrease in phosphorus loading and slight increase in nitrogen loading 

relative to the 1991-1995 baseline period of the analysis. 

Estuary Chlorophyll a Concentrations 
In addition to evaluating changes in nutrient loading, DWR also conducted an assessment of changes in 

chlorophyll a concentrations in the Neuse and Tar-Pamlico estuaries after the nutrient strategies went into 

effect. Two different analyses were performed using the chlorophyll a data collected from 2001 through 

2020. The first is a percent exceedance analysis by station that determines the ŦǊŀŎǘƛƻƴ ƻŦ ŜŀŎƘ ǎǘŀǘƛƻƴΩǎ 

samples exceeding the water quality standard 40 µg/L for given time periods. The second is a magnitude of 
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exceedance analysis by station, characterizing the extent to which concentration values at a station ranged 

above the 40 µg/l standard. Four chlorophyll a datasets were used for analyzing percent exceedance and 

magnitude of exceedance over four five-year time periods. The first time period is 2001-2005, which is just 

after the management strategy rules were adopted. The second is for 2005-2010, the third for 2010-2015, 

and the fourth for 2015-2020. All three those later time periods coincide with full strategy implementation in 

both the Neuse and Tar-Pamlico. In both cases only DWR ambient data were used for this analysis.  

Neuse Estuary ɀ Chlorophyll a 
Figure 21 illustrates the spatial distribution of chlorophyll a standard percent exceedance rates for the four 

time periods in the Neuse estuary. There are eight stations considered for evaluating exceedance rate. The 

stations J8290000, J8570000, and J8900800 represent the upper portion of the estuary; J8902500, J8910000 

and J9530000 the middle portion; and J9810000 and J9930000 the lower portion. The exceedance rate is 

color coded. Green represents 0% to 10% samples exceeding the water quality standard 40 ug/L. Similarly, 

blue represents more than 10% to 20%, yellow more than 20% to 30%, red more than 30% to 40%, and dark 

red more than 40%.  
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FIGURE 21. NEUSE - PERCENT OF SAMPLES EXCEEDING CHLOROPHYLL A STANDARD OF 40 µG/L FROM 2001 ς 2020 

 

     

 

Exceedance rates of the chlorophyll a standard appear to be more stable in the upper and lower portions of 

the estuary and relatively sensitive in the middle portion. During the first period of this analysis (2001-2005), 

exceedance rates were moderately higher (10%-20%) in the mid-section of the estuary. This are showed 

some improvement during the second period (2005-2010), but the exceedance rate started going back up 

during the third and fourth five-year time periods between 2010 and 2020. Overall, the chlorophyll a 

exceedance rates were found to be consistently lower in the lower portion of the estuary throughout this 20 

year period while at the same time moderately higher in the upper portion where between 10% and 20% of 

the samples at stations J8570000 and J8900800 measured chlorophyll a concentrations above the standard 

rate 40 µg/L during the study period.  

The higher rates of chlorophyll a exceedance in the middle portion of the Neuse estuary is further confirmed 

by the second part of the chlorophyll analysis (Figure 22), which illustrates the magnitude of chlorophyll a 

concentrations at each of the nine estuary monitoring stations for the same time periods as above. The 

άŎƻƻƭŜǊέ ōƭǳŜ ŎƻƭƻǊǎ on the stacked bar charts below represent samples meeting the chlorophyll a standard 
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of 40 µg/L. ¢ƘŜ άǿŀǊƳŜǊέ ȅŜƭƭƻǿǎ, oranges, and red colors represent increasing magnitudes of exceedances 

of the standard.  

FIGURE 22. CHLOROPHYLL-A CONCENTRATION RANGES - NEUSE RIVER BASIN 
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A visual comparison of these stacked bar charts suggests that there is a higher magnitude of chlorophyll a 

exceedances in the middle portion of the Neuse estuary over time compared to the lower portion. These 

fluctuations in the magnitude of exceedances over time are influenced by biophysical interactions 

throughout the estuary, like the amount of water flowing from the river into the estuary during the different 

seasons and the quantity of nutrients that water carries. Higher flow periods typically carry higher nutrient 

loads through the estuary. Meanwhile, lower flow periods typically experienced in the dryer winter and early 

spring allows for organic matter to build up in the estuary, instead of flushing out as usual. Since the water in 

the middle portion of the estuary does not experience the stronger currents present in the upper and lower 

estuary it may be more susceptible to increased algal production during both the periodic higher nutrient 

inputs ŦǊƻƳ ƘƛƎƘ Ŧƭƻǿ ȅŜŀǊǎ ŀƴŘ ƭŀŎƪ ƻŦ άŦƭǳǎƘƛƴƎέ ƻŦ ƻǊƎŀƴƛŎ ƳŀǘǘŜǊ ƛƴ ƭƻǿ Ŧƭƻǿ ȅŜŀǊǎ  

 

Tar-Pamlico Estuary ɀ Chlorophyll a 
A similar chlorophyll a analysis was conducted for the Tar-Pamlico estuary. The spatial distribution of 

chlorophyll a standard percent exceedance rates for the four time periods is illustrated below in Figure 23. 

The exceedance rate was evaluated for nine estuary monitoring stations in the Tar-Pamlico. The stations 

O7650000, O7680000, and O787000C represent the upper portion of the estuary; O8498000, O865000C, and 

O9059000 the middle portion; and O9825000C the lower portion. The stations O7710000 and O8495000 

represent the arms for the upper and middle portions of the estuary, respectively. The exceedance rate is 

color coded. Green represents 0% to 10% samples exceeding the water quality standard 40 ug/L. Similarly, 

blue represents more than 10% to 20%, yellow more than 20% to 30%, red more than 30% to 40%, and dark 

red more than 40%.  
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FIGURE 23. TAR-PAM - % OF SAMPLES EXCEEDING CHLOROPHYLL A STANDARD OF 40 µG/L FROM 2001 ς 2020 

 

 

 

Unlike the Neuse, where the middle portion of the estuary was the most sensitive, in the Tar-Pamlico the 

majority of the estuary appears to be sensitive and prone to significant fluctuations in exceedance rates of 

the chlorophyll a standard between the 2001-2020 time period.  Up until around 2010 the higher exceedance 

rates were limited to the upper and the middle portions of the estuary. However, the higher rates of 

exceedance were further extended to the lower portion of the estuary during the fourth period (2015-2020). 

Additionally, the rate remained higher (30%-40%) in the arms throughout the study period. The slightly 

different results in the Tar-Pam compared to the Neuse over the same time period may be partially due to 

the slight differences in the physical and hydrologic characteristics of the two estuaries. The Neuse is slightly 

longer and deeper and influenced by stronger currents in its upper and lower portions than the Tar-Pamlico.  

The above higher rates of chlorophyll a exceedance in the Tar estuary is further confirmed by the second part 

of the chlorophyll analysis (Figure 24). The magnitude of chlorophyll a concentrations were evaluated for the 

same time periods as above for each of the nine estuary monitoring stations. The άcoolerέ blue colors on the 
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stacked bar charts below represent samples meeting the chlorophyll a standard of 40 µg/L. The άǿŀǊƳŜǊέ 

yellows, oranges, and red colors represent increasing magnitudes of exceedances of the standard. Visual 

comparison of the figures suggests that there is a higher magnitude in chlorophyll a exceedance in the upper 

and the middle portions of the Tar estuary with an increase in magnitude spreading into the lower portion of 

the estuary during the 2015-2020 time period.  

FIGURE 24. CHLOROPHYLLY-A CONCENTRATION RANGES - TAR-PAMLICO RIVER BASIN 
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Fish Kill Events 
The reporting of fish kill activity across North Carolina is based on protocols established by the North Carolina 

Division of Water Resources (DWR) in 1996. The protocols were developed with assistance from DWR 

Regional Office staff, North Carolina Wildlife Resources Commission biologists, and Division of Marine 

Fisheries personnel to improve the tracking and reporting of fish kill events throughout the state. Fish kill and 

ŦƛǎƘ ƘŜŀƭǘƘ ƛƴǾŜǎǘƛƎŀǘƛƻƴ Řŀǘŀ ŀǊŜ ǊŜŎƻǊŘŜŘ ƻƴ ŀ ǎǘŀƴŘŀǊŘƛȊŜŘ ŦƻǊƳ ŀƴŘ ǎŜƴǘ ǘƻ ǘƘŜ 5²wΩǎ ²ŀǘŜǊ {ŎƛŜƴŎŜǎ 

Section (WSS) where the data are compiled and reviewed. Fish kill investigation forms, laboratory test results, 

and supplemental information regarding fish kill events are sent to the WSS and entered into a central 

database where the information can be managed and reported. The procedure also requires the notification 

of appropriate state officials and scientists associated with the investigation of such events. The protocols 

have proven successful in standardizing reporting methods and enhancing the quality and quantity of 

information reported from fish kill events. 

During 2016 DWR staff developed a mobile app that can be used by the general public to report fish kill 

activity across the state. The app can be accessed through a smart phone, tablet, or PC running Android or 

iOS platforms. It was developed so that the public could easily report locational and anecdotal information to 

DWR. 

While both the Neuse and Tar-Pamlico estuaries have seen an overall decline in the number of reported fish 

kill events over the past two decades they both experienced notable spikes in overall fish mortality during 

events between 2008-2009 and in 2013. The full history of fish kill events reported to the DWR between 2000 

and 2020 is illustrated in Figures 25 and 26 below. 

 

FIGURE 25. REPORTED FISH KILL EVENTS - NEUSE ESTUARY 
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FIGURE 26. REPORTED FISH KILL EVENTS - TAR-PAMLICO ESTUARY 

 

 

Algal Bloom Events 
Algae are aquatic, microscopic plants, which respond to nutrients, temperature and light, and are an 

important food source for fish and other aquatic animals. Algae also contain pigments, including chlorophyll, 

which enable them to photosynthesize and produce oxygen.  An algal bloom is a rapid increase in the density 

of algae in an aquatic system. Algal blooms sometimes are natural phenomena, but their frequency, duration 

and intensity are increased by nutrient pollution.  These blooms, in turn, can deplete the water column of 

oxygen causing fish kills. When a site experiences dissolved oxygen concentrations >9 mg/l, DO percent 

saturation >110 percent, pH >8, or chlorophyll a ŎƻƴŎŜƴǘǊŀǘƛƻƴǎ ŜȄŎŜŜŘ ǘƘŜ ǎǘŀǘŜ ǎǘŀƴŘŀǊŘ ƻŦ пл ˃ƎκƭΣ ǘƘŜ ǎƛǘŜ 

is likely experiencing an algal bloom. When these algae die off or respire at night, dissolved oxygen can 

become very low; often resulting in fish kills. 

The Division of Water Resources and other organizations have been monitoring the Neuse and Tar-Pamlico 

Estuaries for algal blooms for the past two decades. The figures below provide a summary of reported algal 

bloom events in both estuaries and a comparison of algal density observations in the two estuaries over time. 

While some years have been relatively mild in terms of algal blooms, there have been several significant 

events over the past two decades, but both estuaries have seen an overall decline in frequency of reported 

bloom events in recent years (Figure 27).  
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FIGURE 27. REPORTED ALGAL BLOOM EVENTS: NEUSE & TAR-PAMLICO ESTUARIES 

 

 

A comparison of algal density concentrations over time (2000-2020) is provided below for selected 

άǳǇǎǘǊŜŀƳέ ŀƴŘ άŘƻǿƴǎǘǊŜŀƳέ ŀƳōƛŜƴǘ ƳƻƴƛǘƻǊƛƴƎ ǎǘŀǘƛƻƴǎ ƛƴ ōƻǘƘ ŜǎǘǳŀǊƛŜǎ (Figures 28 through 31). In 

addition to nutrients, other major factors that impact algal productivity in the estuaries includes are seasonal 

changes in water temperature, light availability, and changes to flow which influence nutrient concentrations 

and how quickly nutrients are transported into and out of a particular area of the estuary in question. 

 

FIGURE 28. ALGAL DENSITY OVER TIME (MG/L) ς STATION #J8902500 (UPPER NEUSE ESTUARY) 

 



Draft ς May 16, 2023 
 

 

44 
 

FIGURE 29. ALGAL DENSITY OVER TIME (MG/L)  - STATION # J9810000 (LOWER NEUSE ESTUARY) 

 

 

FIGURE 30. ALGAL DENSITY OVER TIME (MG/L)  - STATION #O787000C (UPPER TAR-PAM ESTUARY) 
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FIGURE 31. ALGAL DENSITY OVER TIME (MG/L)  - STATION #O9059000 (LOWER TAR-PAM ESTUARY) 
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Watershed Changes 
Land Use Changes 
The Neuse and Tar-Pamlico River Basins are two of only four that lie entirely within the state. Both lie in 

eastern North Carolina, oriented northwest to southeast, with their upper halves in the Piedmont and lower 

portions spanning the Coastal Plain where their estuaries empty into Pamlico Sound. The Neuse River Basin is 

the third largest in the state with a land area covering 6,235 square miles. The headwaters drain smaller 

towns like Hillsborough and Creedmoor along with the north half of the City of Durham before flowing into 

Falls Lake, then continuing southeast past the municipalities of Raleigh, Smithfield, Goldsboro, Kinston, New 

Bern, and finally to the Pamlico Sound. The upper portion of the watershed below Falls Lake drains parts of 

metropolitan areas including the cities of Durham, Raleigh, and a number of growing Raleigh-adjacent 

communities including Cary. 

 

The Tar-Pamlico River Basin is the fourth largest river basin in the state, resting atop the Neuse, and covers 

approximately 6,100 square miles. The Tar River originates in north central North Carolina in Person, 

Granville and Vance counties and flows southeasterly until it reaches tidal waters near Washington and 

becomes the Pamlico River and empties into Pamlico Sound.  

The Neuse basin includes portions of 23 counties and 84 municipalities. The Tar-Pamlico basin is made up of 

portions of 18 counties and 55 municipalities. While both basins are similar in size, hydrology and overall land 

use composition relative to urban, agriculture, forested and grassland areas, they do differ in that the Tar-

Pamlico basin is more rural with 5.6% of its land area developed as of 2019 compared to the rapidly 

developing Neuse Basin at 14.6% of its area developed. The NeuǎŜΩ ƎǊƻǿǘƘ ǊŀǘŜ by land area of 

approximately 18% over the last twenty years was roughly double that of the Tar at 9%. These land area 

growth rates provide an interesting comparison to the population growth rates discussed below. Tables 3 and 

4 detail changes in land cover acreage between 2001 and 2019. Development and population growth in the 

Neuse is concentrated in the Research Triangle area and select coastal communities, while population growth 

in the Tar-Pamlico Basin centers around Greenville, Rocky Mount and smaller municipalities within 

commuting distance to Raleigh, while other municipalities in the more rural areas have typically experienced 

negative growth over time (Figure 32). 
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FIGURE 32. NEUSE AND TAR-PAMLICO NATIONAL LAND COVER DATASET (2019) 

 

TABLE 3. CHANGES IN NEUSE RIVER BASIN LAND COVERS FROM 2001 TO 2019 

Aggregated Land 
Cover Type 

2001 
(acres) 

Percent of 
watershed 

2019 
(acres) 

Percent of 
watershed 

Change 
(acres)  

Percent 
change 

Agriculture 1,023,585 26.38% 987,646 25.45% -35,939 -3.51% 

Barren Land 5,072 0.13% 4,955 0.13% -117 -2.30% 

Developed 481,157 12.40% 566,461 14.60% 85,304 17.73% 

Forest 1,061,188 27.35% 996,949 25.69% -64,239 -6.05% 

Grassland/Shrub 154,386 3.98% 169,918 4.38% 15,532 -10.06% 

Wetlands 839,426 21.63% 837,828 21.59% -1,598 -0.19% 

Open Water 315,580 8.13% 316,636 8.16% 1,056 0.33% 
 

 

TABLE 4. CHANGES IN TAR-PAMLICO RIVER BASIN LAND COVERS FROM 2001 TO 2019 

Aggregated Land 
Cover Type 

2001 
(acres) 

Percent of 
watershed 

2019 
(acres) 

Percent of 
watershed 

Change 
(acres)  

Percent 
change 

Agriculture 873,876 22.21% 853,070 21.68% -20,805 -2.38% 

Barren Land 13,550 0.34% 10,109 0.26% -3,440 -25.39% 

Developed 205,553 5.22% 223,159 5.67% 17,606 8.57% 

Forest 938,158 23.84% 915,516 23.27% -22,642 -2.41% 

Grassland/Shrub 154,607 3.93% 179,669 4.57% 25,062 16.21% 

Wetlands 767,567 19.51% 768,250 19.52% 682 0.09% 

Open Water 981,711 24.95% 985,249 25.04% 3,538 0.36% 

Population Growth 
The Neuse and Tar-Pamlico River basins have both experienced population growth over the past two 

decades. However, the Neuse basin has grown at a much faster rate due to its larger urban centers with a 
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resident population totaling more than 1.9 million people as of 2020, more than four times the size of the 

Tar-Pamlico at 430,000. According to the United States Census Bureau, the population of the Neuse basin has 

increased by about 46% between 2000 and 2020, while the Tar-Pamlico Basin grew by just 5% since 2000 

(Figure 33). The map below in Figure 34 demonstrates these trends spatially with the total population change 

per municipality and county in the Neuse basin and Tar-Pamlico basin. Darker Shades indicate higher increase 

in population and yellow indicates a decrease in population.  

As populations in both basins continue to grow, this will increase demand for community water resources 

and wastewater treatment plant expansions, as well as result in a loss of agricultural and forest land as 

pressure for more housing continues.  

FIGURE 33. TOTAL POPULATION CHANGE OVER TIME ς NEUSE & TAR-PAMLICO BASINS (2000 ς 2020) 

 

 

FIGURE 34. POPULATION CHANGE (2000-2020) 

 

Agriculture: Changes in Total Crop Acreage and Changes by Crop  
The Local Advisory Committees under the Agriculture rule (see Implementation section above) recalculate 

the cropland acreage annually by utilizing crop data reported by farmers to the Farm Service Agency. The 
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number of cropland acres fluctuates every year in both watersheds.   Each year, some cropland is 

permanently lost to development or converted to grass or trees.  However, idle land is agricultural land that 

is currently out of production but could be brought back into production at any time. Cropland conversion 

and cropland lost to development is land taken out of agricultural production and is unlikely to be returned 

to production.   The total crop acres are obtained from USDA-FSA and NC Agricultural Statistics annual 

ǊŜǇƻǊǘǎΤ ŀŎǊŜǎ ƻŦ ƛŘƭŜ ƭŀƴŘ ŀƴŘ ŎƻƴǾŜǊǎƛƻƴ ǘƻ ƻǘƘŜǊ ƭŀƴŘ ǳǎŜǎ ŎƻƳŜǎ ŦǊƻƳ [!/ ƳŜƳōŜǊǎΩ ōŜǎǘ ǇǊƻŦŜǎǎƛƻƴŀƭ 

judgement, USDA-FSA records, and county planning departments. 

Total reported crop acres for the Neuse watershed are presented in Figure 35, and the total for the Tar-

Pamlico are presented in Figure 36.  Overall crop acres have decreased by 20 to 25% in both watersheds 

compared to the baseline period.  Reduction in total crop acres is included in the overall calculation of 

nitrogen loss reduction for each watershed. 

 

FIGURE 35: TOTAL ACCOUNTED CROP ACRES IN THE NEUSE WATERSHED, BASELINE (1991-1995) AND SUBSEQUENT YEARS 
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FIGURE 36: TOTAL ACCOUNTED CROP ACRES IN THE TAR-PAMLICO WATERSHED, BASELINE AND SUBSEQUENT YEARS 

 

 

Crop Types and Fertilization Management 
A host of factors from individual to global determine crop choices, including needs for fertilizer, ability to 

double-crop, weather patterns, and commodity prices.  Some of this cropping shift is due to the need for 

regular rotations on agricultural operations.  In order to minimize the threat of disease, the double-crop 

planting of wheat and soybeans is usually followed by a corn crop.  This means that fluctuations within this 

rotation are to be expected from year to year even in the face of similar weather conditions.  Because each 

crop type requires different amounts of nitrogen and utilizes applied nitrogen with a different efficiency rate, 

changes in the mix of crops grown can have significant impact on the cumulative yearly nitrogen loss 

reduction.   

Figures 37 and 38 show the annual total acreage of seven major crop types tracked in the Neuse and Tar-

Pamlico watersheds, respectively.  Year-to-year variations within crop types are apparent, and similar relative 

crop magnitudes and overall temporal crop patterns are apparent between the two watersheds. While 

soybeans are the predominant crop acreage throughout the time period, they require minimal nitrogen 

application compared to other crop types.   
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FIGURE 37:  TOTAL ACREAGE OF MAJOR CROPS IN THE NEUSE WATERSHED, BASELINE PERIOD AND SUBSEQUENT YEARS 

 

 

FIGURE 38:  TOTAL ACREAGE OF MAJOR CROPS IN THE TAR-PAMLICO WATERSHED, BASELINE PERIOD AND SUBSEQUENT YEARS 

 

Better nutrient management in both watersheds has resulted in a reduction of fertilizer application rates 

from baseline levels.  Figures 39 and 40 show the nitrogen application rate used each year for the same major 

crops in the Neuse and Tar-Pamlico watersheds, respectively. With the exception of fertilizer for 
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Bermudagrass and FeǎŎǳŜ όŜΦƎΦ άƘŀȅέύΣ ŦŜǊǘƛƭƛȊŜǊ ǊŀǘŜǎ ŦƻǊ ŜŀŎƘ ŎǊƻǇ ǘȅǇŜ ŀǊŜ ŦŀƛǊƭȅ ǎǘŀōƭŜ ȅŜŀǊ-to-year, but all 

crops show a decrease in application rate compared to the baseline period for both watersheds. Over time 

there has been an economic incentive for producers to improve nitrogen management.  Factors identified by 

LACs that have contributed to reduced nitrogen application rates include mandatory animal waste 

management plans, increased education and outreach by NC Cooperative Extension, a federal government 

tobacco quota buy-out, economic decisions and fluctuating farm incomes. The phasing in of state AFO 

permitting programs occurred shortly after the baseline time period for these strategies, such that 

compliance with the regulations is believed to have driven notable reductions seen in N rates for the grasses.  

FIGURE 39. NITROGEN APPLICATION RATES FOR MAJOR CROPS, NEUSE WATERSHED, BASELINE PERIOD & SUBSEQUENT YEARS 

 

FIGURE 40: NITROGEN APPLICATION RATES FOR MAJOR CROPS, TAR-PAMLICO WATERSHED, BASELINE PERIOD AND 

SUBSEQUENT YEARS
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Implementation of Agricultural Best Management Practices 
BMP implementation is one factor, along with crop shifts, crop acreage changes and fertilizer rate 

changes, influencing nitrogen reduction on agricultural land.  Key BMPs tracked by NLEW are riparian 

ōǳŦŦŜǊǎ ƻŦ ǾŀǊƛƻǳǎ ǿƛŘǘƘǎ όнлΩΣ олΩΣ рлΩΣ тлΩΣ ŀƴŘ мллΩύΣ ƴǳǘǊƛŜƴǘ ǎŎŀǾŜƴƎŜǊ ŎǊƻǇǎΣ ŀƴŘ ǿŀǘŜǊ ƳŀƴŀƎŜƳŜƴǘ 

structures. Division of Soil and Water Conservation staff work with cost share records and LACs annually to 

tally BMP implementation.   

Overall, total units of BMP implementation have increased since the baseline in both watersheds. Over half 

of all reported cropland in these basins receives some kind of BMP treatment, and this does not include 

farmer-installed BMPs that are not funded by cost share programs except in limited cases. Additionally, 

acreage treated by buffers is generally 5 to 10 times greater than the reported buffer footprint acres. 

Figures 41 and 42 show cumulative stream buffer implementation in the Neuse and Tar-Pamlico watersheds, 

respectively.   Apparent large changes in buffer acreages actually instead reflect changes in the way buffers 

were tracked over the implementation period.  From 2001 through 2006, the NLEW program captured 

ōǳŦŦŜǊǎ рлΩ ŀƴŘ ǿƛŘŜǊ ŀǎ ƻƴŜ ŎŀǘŜƎƻǊȅΦ  !ŦǘŜǊ ǘƘŜ нллт ǳǇŘŀǘŜΣ ŎŀǘŜƎƻǊƛŜǎ ŦƻǊ тлΩ ŀƴŘ мллΩ ōǳŦŦŜǊǎ ǿŜǊŜ 

ŀŘŘŜŘΦ Lƴ /¸нллс ǘƘŜ ōǳŦŦŜǊǎ ƭŀǊƎŜǊ ǘƘŀƴ рлΩ ǿŜǊŜ ǊŜŘƛǎǘǊƛōǳǘŜŘ ƛƴǘƻ ǘƘŜǎŜ ƴŜǿ ŎŀǘŜƎƻǊƛŜǎΦ  Lƴ /¸нлмм рлΩ ŀƴŘ 

тлΩ ōǳŦŦŜǊǎ ǿŜǊŜ ŎƻƳōƛƴŜŘ ƛƴǘƻ ŀ ǎƛƴƎƭŜ ŎŀǘŜƎƻǊȅ ŦƻǊ ŜǾŜǊȅǘƘƛƴƎ ƭŀǊƎŜǊ ǘƘŀƴ рлΩ ōǳǘ ƭŜǎǎ ǘƘŀƴ мллΩΦ  Brieflyl 

summarizing buffer implementation, new buffer area was added over the first ten years of implementation 

and has remained relatively stable since. 

Lƴ ǘƘŜ Ƴƻǎǘ ǊŜŎŜƴǘ ǾŜǊǎƛƻƴ ƻŦ b[9² όǎǘŀǊǘƛƴƎ ƛƴ нлммύΣ нлΩ ǿƛŘŜ ǎǘǊŜŀƳ ōǳŦŦŜǊǎ ŀǊŜ ŎǊŜŘƛǘŜŘ ǿƛǘƘ ǊŜŘǳŎƛƴƎ 

нл҈ ƻŦ ƴƛǘǊƻƎŜƴ ƭƻǎǘ ŦǊƻƳ ŎǊƻǇǇŜŘ ŀǊŜŀǎ ŀƴŘ мллΩ ǿƛŘŜ ōǳŦŦŜǊǎ ŀǊŜ ŎǊŜŘƛǘŜŘ ǿƛǘƘ ǊŜŘǳŎƛƴƎ ǳǇ ǘƻ ор҈ ƻŦ 

nitrogen lost from cropped areas, with proportional reductions for in-between buffer widths.  No distinction 

in performance is made between buffer vegetation types (trees vs. shrubs vs. grass).  Buffer performance is 

based on research conducted by NCSU. 
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FIGURE 41. CUMULATIVE ACRES OF STREAM BUFFERS IMPLEMENTED IN THE NEUSE WATERSHED 

 

 

FIGURE 42. CUMULATIVE ACRES OF STREAM BUFFERS IMPLEMENTED IN THE TAR-PAMLICO WATERSHED 
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Figures 43 and 44 show annual acres of unfertilized cover crops in the Neuse watershed and Tar-Pamlico 

watershed, respectively.   Unfertilized cover crops act to scavenge excess nitrogen from the soil. 

 

FIGURE 43: ACRES OF UNFERTILIZED COVER CROPS, NEUSE WATERSHED 

 
 

FIGURE 44: ACRES OF UNFERTILIZED COVER CROPS, TAR-PAMLICO WATERSHED 

 

There have also been changes in how water control structures have been tracked over time.  Every effort is 

made to ensure that reported BMPs continue to function as designed.  Verification of this functionality 

requires site visits to individual farm owners who may or may not be under active contract.  Coastal counties 

have reported that water control structures no longer under an operation and maintenance agreement that 
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have been checked, are still being actively managed by producers despite contract expirations.  Nevertheless, 

beginning with 2019 all acres affected by water control structures installed at least 10 years prior were 

Ƴŀƴǳŀƭƭȅ ǊŜƳƻǾŜŘ ŦǊƻƳ ŜŀŎƘ ŎƻǳƴǘȅΩǎ ǘƻǘŀƭΣ ŀƴd additional out-of-contract structures are removed each year 

on a rolling basis.  Contracts which are re-enrolled in the Agriculture Cost Share Program or structures which 

are field-verified as still functioning are then re-added to the cumulative acre totals.  Figures 45 and 46 show 

the cumulative total of all acres affected by water control structures since the baseline for the Neuse 

watershed and Tar-Pamlico watershed, respectively, as well as the adjusted total showing only active cost 

share contracts beginning in CY2019. 

FIGURE 45. WATER CONTROL STRUCTURE IMPLEMENTATION IN THE NEUSE WATERSHED 
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FIGURE 46. WATER CONTROL STRUCTURES IN THE TAR-PAMLICO WATERSHED 

 

 

Not all types of nutrient-reducing BMPs are tracked by NLEW.  These include livestock-related nitrogen and 

phosphorus reducing BMPs, BMPs that reduce soil and phosphorus loss, and BMPs that do not have enough 

scientific research to support a nitrogen reduction benefit.  Figures 47 and 48 show nine additional types of 

BMPs that are not credited in NLEW that have some nitrogen reduction benefit in the Neuse watershed and 

Tar-Pamlico watershed, respectively.  There has been a consistent increase in BMP implementation from 

2001 to the present. 
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FIGURE 47: CUMULATIVE ACRES OF NON-NLEW-ACCOUNTED BMPS IN NEUSE WATERSHED 

 

FIGURE 48. CUMULATIVE ACRES OF NON-NLEW-ACCOUNTED BMPS IN TAR-PAMLICO WATERSHED 
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Livestock and Animal Feeding Operation Permitting  
Animal numbers for this report were drawn from the national, 5-year frequency Census of Agriculture 

conducted by the USDA National Agricultural Statistical Service, for the span of 2002-2017 (2022 Census data 

are not available until 2024). The 5-year Census is generally considered the most reliable quantification of 

animal numbers publicly available, as it is based on a more rigorous survey of farms than the annual statistics 

provided by USDA. The Census provides a sequential snapshot of livestock dynamics across the two basins.   

 

Cattle 
Across the state, cattle numbers continue to decline, including modestly so in the Neuse and Tar-Pamlico. In 

2017, there were about 47,600 Cattle in Neuse and 46,900 in Tar-Pamlico (Figure 48). The counties with the 

highest cattle numbers were Johnston (Neuse, 13,381) and Franklin (Tar-Pamlico, 13,522) (Figure 49.) 

FIGURE 49. CATTLE, INCL CALVES, INVENTORY FOR THE COUNTIES WITHIN NEUSE AND TAR-PAMLICO RIVER BASINS, 2002-
2017. SOURCE USDA NASS CENSUS, QUICKSTAT. 

 

 

Swine 
Hog inventories in the basins also fluctuated modestly from 2002-2017 with no apparent trend, as shown in 

Figure 50. In 2017, there were about 1,731,700 Hogs in Neuse and 544,660 in the Tar-Pamlico. The counties 

with the highest hog inventories were Wayne (Tar-Pamlico, 538,560) and Greene (Tar-Pamlico, 329,340). 

Figure 51 identifies the county with the highest animal inventory in each basin for each animal type, Cattle 

(Purple), Hog (Blue), and Poultry Broiler and Layer (Green). 
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FIGURE 50. HOG INVENTORY FOR COUNTIES WITHIN NEUSE AND TAR-PAMLICO RIVER BASINS, 2002-2017.  

 

 

FIGURE 51. 2017 NEUSE AND TAR-PAMLICO BASINS, TOP ANIMAL INVENTORIES BY COUNTY. 

 

 

Poultry 
Across North Carolina, Broiler and Layer poultry inventories fluctuate but have generally increased since at 

least 2002. As of 2017 in Neuse and Tar-Pamlico, there were about 8,041,680 Poultry (Broiler + Layer) 

inventory in the Neuse and 7,117,290 in the Tar-Pamlico (qualifiers: the data presented in Figure 52 for 

poultry includes the USDA NASS Census categories of Broiler inventory and Layer inventory - it does not 

include Pullets, Roosters, Turkeys, or other poultry categories; inventory represents the number of birds in 
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the county at any given time during the year, not the total produced over the year; and some counties report 

missing data in the Census and annual surveys, which potentially leaves out significant populations).   

 

FIGURE 52. POULTRY BROILER WITH LAYER INVENTORY IN NEUSE AND TAR-PAMLICO RIVER BASINS, 2002-2017.  

 

 

Among the various voluntary assistance programs available to producers in North Carolina and these Basins, 

one in particular - the Program to Acquire Conservation Easements On Swine Operations in the 100-Year 

Floodplain (aka Lagoon Buyout program) - may have significant bearing on nutrient loading to the estuaries. 

Created in November 1999 in the wake of devastation from Hurricanes Dennis, Floyd, and Irene, the Lagoon 

Buyout program is managed primarily by the DSWC. The objective of the program is to reduce the risk to 

water quality from future flood events. The DSWC solicits bids from interested on-going swine operations to 

relinquish their permit and establish a conservation easement on the property. The land can continue to be 

used for low-intensity agriculture but is prohibited from operating a feedlot associated with lagoons in a 100-

yr floodplain or easement use as a spray field.  

Since inception in 1999, the Land and Water Conservation Fund approved 4 grants (totaling $18,669,500 

statewide) to the Division of Soil & Water Conservation to acquire conservation easements on swine 

operations in the 100-year floodplain. Within the Neuse and Tar-Pamlico, a total of 69 lagoons have gone 

through this program as detailed in Table 5.  

 

TABLE 5. TOTAL NUMBER OF LAGOONS AND EASEMENT SPENDING BY THE NC LAGOON BUYOUT PROGRAM, 1999 TO PRESENT, 
NEUSE AND TAR-PAMLICO BASINS. 

River Basin Easement Cost Number of Lagoons 

Tar-Pamlico $7,449,243 54 

Neuse $3,296,286 15 
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Changes in Atmospheric Deposition 
Atmospheric deposition of nitrogen oxides (NOx) and ammonia (NH3) is a significant source of nitrogen input 

ƛƴǘƻ bƻǊǘƘ /ŀǊƻƭƛƴŀΩǎ Ŏƻŀǎǘŀƭ ƴǳǘǊƛŜƴǘ ǎŜƴǎƛǘƛǾŜ ŜǎǘǳŀǊƛŜǎ ŀƴŘ ǎƻǳƴŘǎ ό²Ƙƛǘŀƭƭ ŀƴŘ tŀŜǊƭΣ нллмΤ ²Ƙƛǘŀƭƭ Ŝǘ ŀƭΦΣ 

2003; Costanza et al., 2008). During development of the Neuse and Tar-Pamlico TMDLs, contributions of 

atmospheric deposition were somewhat underestimated (Neuse) or overestimated (Tar-Pamlico) due to 

limited data availability and knowledge, as well as differing methods at the time. .ƻǘƘ ōŀǎƛƴΩǎ TMDLs 

assigned open water a percentage of N and P loading based on direct atmospheric deposition to that water. 

The open water of the estuaries themselves had a large effect on the outcome, and inclusion of differing 

extents of estuary acreage yielded very different results, with the Neuse TMDL attributing about 5% of N 

loading to open water while the Tar-Pamlico assigned 33% to it. Regardless, neither TMDL proposed 

management actions for this portion of basin loading (actually the document officially recognized as the basis 

of the Tar-Pamlico TMDL, the 1994 Basinwide Plan, only budgeted nutrient sources and did not propose 

management actionsΤ ƛƴǎǘŜŀŘΣ tƘŀǎŜ LL ƻŦ ǘƘŜ Ǉƻƛƴǘ ǎƻǳǊŎŜ ŘƛǎŎƘŀǊƎŜǊǎΩ ŀƎǊŜŜƳŜƴǘ ǿƛǘƘ ǘƘŜ ǎǘŀǘŜ, established 

in 1995, provided the management plan), nor did they reassign it to other sources. They simply did not 

discuss its fate.   

Ammonia can contribute a significant fraction to atmospheric nitrogen deposition, however its magnitudes 

are much more variable than those of NOx because its distribution is more localized than the much more 

regional, multi-state scale NOx mixing patterns. The majority of atmospheric ammonia in the coastal plain 

volatilizes from confined animal operations, but sewage treatment plants and fertilizers applied to the land 

also contribute small amounts (Whitall et al., 2003; Walker et al., 2004). In addition, a large single source of 

ammonia exists on the south side of the Pamlico estuary where the PCS Corporation operates a diammonium 

phosphate plant with significant ammonia emissions. In areas in the ammonia airshed of CAFO 

concentrations, ammonia can constitute up to approximately half of TN deposition.  

Atmospheric N is delivered in two ways, wet and dry deposition. Dry is generally less easily measured and is 

thus less well-understood. A 2012 study conducted by the City of Durham that evaluated the contribution of 

organic Nitrogen to the total nitrogen load from atmospheric sources found that more than 95 percent of 

nitrogen deposited from the atmosphere is inorganic. (AMEC, 2012). With this in mind, deposition data from 

the EPA Clean Air Status and Trends Network (CASTNET) simulation of wet and dry inorganic deposition rates 

for the CASNET site #142 located in Beaufort, NC was used for this analysis to track the current trend in 

atmospheric deposition in the coastal plain area of NC (Figure 53). 
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FIGURE 53. INORGANIC NITROGEN ATMOSPHERIC DEPOSITION RATES AT BEAUFORT, NC 

 
 
Results indicate a promising downward trend in long-term atmospheric nitrogen deposition in this coastal 

region of the Neuse and Tar-Pamlico basins, representing a 20 percent decline in the watershed since the 

2000. Nitrate deposition reductions can be attributed to several state and federal air quality initiatives 

enacted in the early years of the 21st century, with overall decrease in inorganic nitrogen deposition 

attributable to regional and global reductions in emissions from vehicles and stationary sources like power 

plants.  

Inventory of Onsite Wastewater Systems 
Onsite wastewater systems, also known as septic systems, remain a common method of wastewater 

treatment in the Neuse and Tar-Pamlico River Basins and other rural areas of North Carolina. These systems 

typically consist of a septic tank, which collects and treats wastewater from a home or building, and a 

drainfield, which disperses the treated wastewater into the surrounding soil.  

These systems rely on nutrient removal through landscape processes, primarily denitrification, soil 

immobilization, and plant uptake. These treatment processes have been demonstrated to remove the great 

majority of nitrogen and phosphorus generated by the associated development before they reach surface 

waters when properly sited and maintained, with phosphorus removal at virtually 100% and nitrogen 

removal in the high 90 percent range. However, siting can be less than ideal at times, maintenance is known 

to be a weak point in performance, and landscape processes can be variable in nature and have the potential 

to contribute to nutrient loading and other water quality problems, especially in areas with high population 

densities or poorly drained soils. 

More than 50% of the population in North Carolina rely on onsite wastewater systems to treat their 

household wastewater. As a result, the number of systems in the Neuse and Tar-Pamlico basins generally 

tracks with overall population growth in rural areas where connections to municipal wastewater systems are 
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unavailable. The increase in onsite wastewater systems in the Neuse and Tar-Pamlico basins between 2000 

and 2020 is illustrated below in Figure 54. 

FIGURE 54. TOTAL NUMBER OF ONSITE SYSTEMS IN NEUSE AND TAR-PAMLICO RIVER BASINS 

 

 

Sanitary Sewer Overflows 
Aging community wastewater infrastructure may also be contributing to unaccounted nutrient inputs to 

surface waters. Upgrades and maintenance of wastewater infrastructure is important to protect human 

health, protect water quality and to prevent monetary fines and costs associated with a system overload. 

Sanitary sewer collection systems gather and transport domestic, commercial, and industrial wastewater, 

often along with limited amounts of infiltrated ground water, to treatment facilities for treatment.  

Occasionally, sanitary sewers will release raw sewage due to blockages, line breaks or rainfall-driven inflow 

and infiltration where lines have deteriorated allowing stormwater or groundwater to overload the system. 

These types of releases are called dry weather or wet weather sanitary sewer overflows (SSOs), respectively. 

SSOs that reach waters of the U.S. are point source discharges.  

SSOs are prohibited and permittees are required to report them to the appropriate DWR Regional office staff 

within 24 hours of discovering an overflow if the spill or overflow is more than 1,000 gallons to the ground 

and any overflow, regardless of volume, that reaches surface water. 

The DWR Collection System Permitting program, working with the DWR Regional Offices, receives and tracks 

SSO reports either from the facilities or complaints. Based on DWR records, annual numbers of SSO events 

and volumes spilled in gallons, from 2002-2020, for the Neuse and Tar-Pamlico Basin counties are provided in 

Figures 55 & 56 below. No particular trend in number of events or discharge volumes is apparent over these 

timeframes.  
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FIGURE 55. SANITARY SEWER OVERFLOWS - NEUSE BASIN 

 

FIGURE 56. SANITARY SEWER OVERFLOWS - TAR-PAMLICO BASIN 

 

Non-Discharge Permits: Residuals and Wastewater Effluent Land Application 
Non-discharge permits include residual and wastewater effluent land application facilities as well as 

beneficial use of reclaimed water for the purpose of conserving the state's potable water, surface water, and 



Draft ς May 16, 2023 
 

 

66 
 

groundwater resources. DWR must permit wastewater treatment systems under General Statue 143-215.1 

Control of Sources of Water Pollution; Permits required, and under several Administrative Codes: 

¶ 15A NCAC 02T - Waste Not Discharged to Surface Waters 

¶ 15A NCAC 02U ς Reclaimed Water 

¶ 15A NCAC 02L ς Groundwater Classification & Standards 

¶ 15A NCAC 18A .1900 ς Sewage Treatment & Disposal Systems 

¶ 15A NCAC 02B - Surface Water & Wetland Standards 

¶ 15A NCAC 01C ς North Carolina Environmental Policy Act 

¶ 15A NCAC 02H .0400 ς Coastal Waste Treatment Disposal 
 
Non-discharge permitting allows wastewater treatment and disposal while avoiding discharge to surface 
waters and may reuse waste as a beneficial product. Non-Discharge is NOT the discharge to surface waters of 
the state or utilization of a sub-surface disposal system (i.e. septic system with leach field ς see Septic System 
section). 
 
TABLE 6. TYPES OF NON-DISCHARGE PERMITS 

Types of Non-Discharge Permits: Non-Discharge Disposal Methods 
Domestic, Commercial and Industrial 
Facilities that Need a Non-Discharge 

System 

¶ Wastewater Irrigation 

¶ Single-Family Residence 
Wastewater Irrigation 

¶ High-Rate Infiltration 

¶ Other Wastewater 

¶ Closed-Loop Recycle 

¶ Reclaimed Water 

¶ Residuals Management 

¶ Spray/Drip Irrigation 

¶ High-Rate Spray/Drip 
Infiltration 

¶ High-Rate Basin Infiltration 

¶ High-Rate Rotary Infiltration 

¶ Closed-Loop Recycle 

¶ Reclaimed Water Reuse 

¶ Reclaimed Water Irrigation 

¶ Non-Discharge Disposal 
Methods 

¶ Unable to connect to local 
sewer system 

¶ Unable to obtain subsurface 
system permit 

¶ Unable to obtain discharge 
permit (NPDES) 

¶ Utilize reclaimed water to 
replace potable water 

¶ Recycle systems to reduce 
overall water usage 

 

The NC DWR Non-discharge branch permits are available to the public on Laserfiche and generally 

demonstrated on the Online GIS map, Non Discharge Permits (View) | NC DEQ GIS Data (arcgis.com).  

Within the Neuse River Basin there are about 11 land application of residual permits (503 and 503 except), 

totally about 18,800 permitted dry tonnage. Within the Tar-Pam there are about 12 of the same active 

permits, and 12,790 dry tonnage. Residuals, or sometimes referred to as biosolids, are sludge that has been 

treated to ensure that it can be safely applied to land as a fertilizer or soil amendment (these are called 

beneficial reuses). Agronomic rates are considered when permitting dry tonnage of residuals for land 

application: 40 CFR Part 503.14 requires that biosolids must be applied to land at the appropriate agronomic 

rate which is the sludge application rate designed to provide the amount of nitrogen needed by the crop or 

vegetation grown on the land. 

https://data-ncdenr.opendata.arcgis.com/datasets/ncdenr::non-discharge-permits-view/about
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FIGURE 57. PERMITTED DRY TONNAGE FOR LAND APPLICATION OF RESIDUALS PER COUNTY: NEUSE 

 

FIGURE 58. PERMITTED DRY TONNAGE FOR LAND APPLICATION OF RESIDUALS PER COUNTY: TAR-PAM 

 

 

The land application of wastewater effluent is permitted by flow (GPD) under wastewater irrigation, single-

family residence wastewater irrigation, and high-rate infiltration, and other non-discharge wastewater. 

Within the Neuse River Basin has about 1,430,000 GPD permitted flow and the Tar-Pam as about 15,560,000 

GDP permitted flow. Figure 59 shows the approximate location (distribution) of the land application of 

effluent and residuals in both basins.  
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FIGURE 59. LOCATION OF NON-DISCHARGE SITES ς NEUSE & TAR-PAMLICO RIVER BASINS 

 

Environmental Changes 
Climatic Trends 
Recent studies have suggested that climate-driven increases in the frequency and intensity of tropical storms 

may be a significant factor in organic nitrogen increases in the Neuse and Tar-Pamlico River Basins. Over the 

past two decades, North Carolina has experienced a number of impacts from climate change. Some of the 

most significant impacts include:  

ü Increased frequency and severity of hurricanes: North Carolina is particularly vulnerable to 

hurricanes, and climate change has led to an increase in both the frequency and severity of these 

storms. This has led to widespread damage and disruption, particularly in coastal areas. 

ü Increased temperatures: North Carolina has experienced a steady increase in temperatures over the 

past two decades, which has led to more frequent heatwaves and droughts. This has had a 

significant impact on agriculture and has increased the risk of wildfires. 

ü Changes in precipitation patterns: Climate change has led to changes in precipitation patterns in 

North Carolina, with some areas experiencing more frequent and intense rainfall events, while 

others experience droughts. This has also affected the state's agriculture and water resources. 

Overall, the impact of climate change in North Carolina has been significant, affecting everything from the 

state's economy to its natural resources and infrastructure. It is likely that these impacts will continue to 

increase in the coming years unless significant action is taken to mitigate and adapt to climate change.  
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FIGURE 60. PROJECTED CHANGE IN ANNUAL PRECIPITATION IN THE US AND NORTH CAROLINA. (CITATION NOAA). 

 

 

bƻǊǘƘ /ŀǊƻƭƛƴŀΩǎ ǇǊƻƧŜŎǘŜŘ ƛƴŎǊŜŀǎŜ ƛƴ ǘŜƳǇŜǊŀǘǳǊŜ ŀƴŘ ǊŀƛƴŦŀƭƭ Ƴŀȅ ƛƳǇŀŎǘ ŦǊŜǎƘǿŀǘŜǊ ŜȄǇƻǊǘ ǘƻ ǘƘŜ ƻŎŜŀƴ 

and reduce capture by reservoirs and groundwater recharge. Rising sea levels also pose risk for saltwater 

intrusion. 

 

.  

FIGURE 61. CHANGE IN GLOBAL SEA LEVEL RISE, NOAA PREDICTIONS. 

 

Frankson, R., K.E. Kunkel, L.E. Stevens, D.R. Easterling, W. Sweet, A. Wootten, H. Aldridge, R. Boyles, and S. 

Rayne, 2022: North Carolina State Climate Summary 2022. NOAA Technical Report NESDIS 150-NC. 

NOAA/NESDIS, Silver Spring, MD, 5 pp. https://statesummaries.ncics.org/chapter/nc/  

Hurricanes & Extreme Weather Events 
Coastal North Carolina experienced 36 tropical cyclones, including three floods of historical significance in the 

past two decades (Hurricanes Floyd-1999, Matthew-2016 and Florence-2018). Continuous rainfall records for 

coastal NC since 1898 reveal a period of unprecedented high precipitation storm events since the late-1990s. 

https://statesummaries.ncics.org/chapter/nc/
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{ƛȄ ƻŦ ǎŜǾŜƴ ƻŦ ǘƘŜ άǿŜǘǘŜǎǘέ ǎǘƻǊƳ ŜǾŜƴǘǎ ƛƴ ǘƘƛǎ Ҕ мнл-year record occurred in the past two decades, 

identifying a period of elevated precipitation and flooding associated with recent TCs (Paerl et al, 2020). 

FIGURE 62. TROPICAL CYCLONE PRECIPITATION ς ADAPTED FROM PAERL ET AL. (2020)

 

The annual precipitation for NOAA Climate Divisions Climate Division 7, Central Coastal Plain, and Division 4, 

Peidmont, contain the Neuse and Tar-Pamilco Basins. Within these regions, precipitation has increased over 

time in the alternating periods of relatively wet years to more dry years. Monthly average precipitation 

throughout the basins are usually higher during the summer months than the rest of the year. However, 

summer is also the time when vegetation uses more water and high temperatures increase evaporation. The 

combination of these two factors produces lower streamflows in the summer months when demands for 

water are usually the highest.  

  

Annual Rainfall & Flows 
Precipitation and annual stream flows are closely related and play a major role influencing the year-to-year 

variability of nutrient loads delivered to the Neuse and Tar-Pamlico estuaries. Precipitation and runoff 

mobilize and transport nutrients and also transport eroded sediment from upland sources. However, the 

relationship between precipitation and stream flows can be complex and is by more than just how often and 

how much it rains. It can also be affected by factors such as the amount of water that is already stored in the 

soil and land use land use changes as well as timing and intensity of precipitation events. 

Figures 63 and 64 below compare the average annual flows measured at Fort Barnwell in the Neuse and 

Grimesland in the Tar-Pamlico basin to annual rainfall measurements at the Greenville precipitation station 

located in the central coastal plain. This side-by-side comparison shows how stream flows at these two 

monitoring stations generally correspond with the year-to-year variability of high and low rainfall years which 

strongly correlates with the annual raw loading to the two estuaries as show in the water quality trend 

analysis discussed earlier in this report. 
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FIGURE 63. ANNUAL FLOW AT FORT BARNWELL, NEUSE BASIN VS. ANNUAL RAINFALL (GREENVILLE) 

 

 

FIGURE 64. ANNUAL FLOW AT GRIMESLAND, TAR-PAMLICO BASIN VS ANNUAL RAINFALL (GREENVILLE) 
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Other Water Quality Improvement Efforts 
319 Grant Program 
Through Section 319(h) of the Clean Water Act, the U.S. Environmental Protection Agency provides states 

with funding to reduce nonpoint source pollution. North Carolina typically receives around $1 million every 

year for competitive funding of watershed restoration projects and has previously allocated just under $5 

million for projects in the Neuse and Tar-Pamlico basins combined since 2012. Funds may be used to conduct 

watershed restoration projects such as stormwater and agricultural best management practices and 

restoration of impaired streams. Section 319 grant projects must be used to help restore water bodies 

currently impaired by nonpoint source pollution in areas with approved watershed restoration plans.  

State and local governments, interstate and intrastate agencies, public and private nonprofit organizations, 

and educational institutions are all eligible to apply for 319 funding. An interagency workgroup reviews the 

proposals and selects those of merit to be funded. 

205J Grant Program 
Through the Section 205(j) Grant program, the U.S. Environmental Protection Agency provides states with 

funding to do water quality planning. North Carolina typically receives around $150,000 for competitive 

funding of water quality planning projects and has awarded approximately $45,000 for projects in the Neuse 

and Tar-Pamlico basins since 2012. These projects can involve identifying the nature, extent and cause of 

water quality problems or doing planning work to address those problems. Projects can include but are not 

limited to the development of EPA 9-Element Watershed Restoration Plans for a 12-digit or smaller USGS 

HUC, mapping stormwater infrastructure, conducting engineering designs for stormwater best management 

practices, and watershed assessments of pollutant sources. 

205(j) grants are eligible to regional Councils of Government; COGs may partner with any public sector 

organization to implement projects. A match is preferred, but not required. Once contracted, projects can 

run for a maximum of 18 months. Funds are dispersed on a quarterly reimbursement basis, with any invoice 

to be accompanied by a report of the work performed. The request for proposals is released annually in 

summer and projects are selected in fall. 

WRD Grant Program 
The purpose of the Water Resources Development Grant Program is to provide cost-share grants and 

technical assistance to local governments throughout the state. Applications for grants are accepted for 

seven eligible project types: general navigation, recreational navigation, water management, stream 

restoration, water-based recreation, Natural Resources Conservation Service Environmental Quality 

Incentives Program (EQIP) stream restoration projects and feasibility/engineering studies. The navigation and 

coastal storm damage mitigation projects are collectively referred to as Coastal Infrastructure projects. The 

non-navigation projects are collectively referred to as State and Local Projects.  Approximately $7.28 million 

has been allocated to WRD projects in the Neuse and Tar-Pamlico basins since 2016. 
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Assessment & Adaptive Recommendations 
This three-year report provides a snapshot of the current state of rule implementation activities in both the 

Neuse and Tar-Pamlico River Basins as well as changes in nutrient loading and estuary water quality. It 

highlights both the challenges in achieving the water quality goals of the nutrient management strategy and 

the need for additional information to inform the adaptive management of the estuary and ongoing rules 

reexamination process. All the while, the regulated community continues to work constructively and 

collaboratively with the Division to improve water quality in the Neuse Estuary. The partnership between 

DWR and stakeholders has been essential and invaluable in addressing the formidable challenges inherent in 

sustaining the resources and designated in the Neuse River Basin and estuary. 

Analysis of Key Findings 
Given that both Neuse and Pamlico estuaries remain roughly as impaired today as they were at the outset of 

these strategies, a reasonable first question is, how much progress has been made in nutrient loading to the 

estuaries, and by what sources? The first section below recaps answers to the estuary loading part of the 

question drawing on content from the Status and Trends chapter above and bringing in important research 

findings that speak to the source part of the question for the unexpected increases seen in TKN loading. 

Subsequent sections shed light on progress by regulated sources. 

Estuary Temporal Nutrient Loading Trends 
In recent years, instream analyses of flow-normalized loading (FNL) trends in nitrogen species in Neuse and 

Tar-Pamlico basins over the course of nutrient strategy history have increasingly identified a pair of 

important common phenomena. First is the initial strategy ȅŜŀǊǎΩ decrease in TN loading driven mainly by the 

NOx-N fraction. Second is a common general trend of increasing TKN since approximately the turn of the 

century. In both basins, this increase has acted as a counterforce to NOx loading decreases being achieved 

through nutrient strategy implementation. As shown in the following figures, the most recent trend analyses 

developed at the head ƻŦ ǘƘŜ ŜǎǘǳŀǊƛŜǎ ōȅ 5²wΩǎ aƻŘŜƭƛƴƎ ŀƴŘ !ǎǎŜǎǎƳŜƴǘ .ǊŀƴŎƘ (detailed in the Status 

and Trends section) show no meaningful initial change in TKN ǘƘǊƻǳƎƘ ǘƘŜ мффлΩǎΣ ŀŦǘŜǊ ǿƘƛŎƘ ƛǘ ƛƴŎǊŜŀǎŜs 

almost every year for 10 to 15 years. The result in the Neuse has been that an initial 20% TN reduction 

reached in 2000 was eventually negated by about 2012, and it has since hovered around no net TN reduction. 

In the Tar-Pamlico, an approximately 10% initial TN reduction was negated by 2009, continuing into net 

increase territory in all years since. It should be noted that the patterns of TKN increase vary considerably 

between monitoring sites in these basins (see Appendix D), but all stations have shown a general increase 

since 2001 or earlier. TKN in the Neuse Basin was composed of about 90% organic N and 10% NH3-N (Lebo et 

al, 2012). 
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FIGURE 65. NEUSE NITROGEN REDUCTION FOR AVERAGE FLOW CONDITION VS. 1991-1995 (FORT BARNWELL) 

 

FIGURE 66. TAR-PAMLICO NITROGEN REDUCTION FOR AVERAGE FLOW CONDITION VS. 1991-1995 (GRIMESLAND) 

 

 

As these trends have emerged, Paerl and colleagues have built a compelling case (Paerl et al, 2020; Paerl et 

al, 2019; Paerl et al, 2018) that distinct increases have occurred in coastal NC rainfall and flooding from 

intensified tropical cyclone activity since ǘƘŜ ƭŀǘŜ мффлΩǎ, and they have, among other things, mobilized large 

amounts dissolved organic carbon from freshwater wetlands, and increased N and P loading, including 

dissolved organic nitrogen, and have delivered them to the estuaries.  
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Paerl et al (2020) also recognized that a similar rainfall-driven freshwater C-N-P loading increase pattern has 

occurred in the Chowan and other Albemarle Sound tributaries. Figure 67 illustrates this pattern for the 

Chowan River, with TKN increases since about 2000 across the mainstem and tributaries, contrasted against a 

decreasing overall flow pattern in that timeframe. These TKN values are concentrations rather than percent 

changes, and they are not flow-normalized, however the combination of a distinctly decreasing flow pattern 

since the 1995-1999 period with steadily increasing concentrations over that same period provides clear 

support for the case that organic N has been increasing significantly here since the turn of the century, and 

even moreso with flow factored out. It is also noteworthy that this trend is occurring in the Nottoway and 

Blackwater Rivers in addition to the Chowan, adding evidence of a larger phenomenon. 

 

FIGURE 67. CHOWAN RIVER AND TRIBUTARY STATIONS 5-YEAR AVERAGE TKN CONCENTRATIONS, 1975 -2018 

(SOURCE: NC DWR CHOWAN RIVER BASIN WATER RESOURCES PLAN, 2021) 

 

 

More specifically, Paerl et al documented that coastal North Carolina has experienced 36 tropical cyclones in 

the last 2 decades, including 6 of the 7 wettest storms in the last 120 years, involving unprecedentedly high 

precipitation events and three extreme tropical cyclone-driven flood events since 1999, leading to major 

alterations of water quality. Large amounts of mobilized, previously accumulated terrigenous carbon (C) was 

determined through flourescence tracking to originate from flooded freshwater wetlands. Floodwaters 

contained extremely high loads of organic matter, dominated by dissolved organic carbon (DOC) and 

dissolved organic nitrogen (DON) as well as other nutrients. Major storms caused up to a doubling of annual 

nitrogen and tripling of phosphorus loading compared to non-storm years. Depending on the magnitude of 

freshwater discharge, the Neuse estuary acted as either ŀ ΨΨǇǊƻŎŜǎǎƻǊΩΩ ǘƻ ǇŀǊǘƛŀƭƭȅ ŀǎǎƛƳƛƭŀǘŜ ŀƴŘ ƳŜǘŀōƻƭƛȊŜ 
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ǘƘŜ ƭƻŀŘǎ ƻǊ ŀŎǘŜŘ ŀǎ ŀ ΨΨǇƛǇŜƭƛƴŜΩΩ ǘƻ ǘǊŀƴǎǇƻǊǘ ǘƘŜ ƭƻŀŘǎ ǘƻ ǘƘŜ !lbemarle-Pamlico Sound and coastal Atlantic 

Ocean. When the estuary processed these increased loads, there were associated increases in: harmful algal 

blooms; CO2 release to the atmosphere; fish and shellfish kills; fish disease rates; freshening of the estuary; 

and hypoxia and anoxia conditions. When the estuary acted as a pipeline to Pamlico Sound, the Sound saw 

increased large blooms and CO2 atmospheric efflux. During large storm years, the system switched from a 

net carbon sink to a net carbon source. The authors concluded that,  

ά²Ŝ ŀǇǇŜŀǊ ǘƻ ƘŀǾŜ entered a new climatic regime characterized by more frequent extreme 

precipitaion events, with major ramificaions for hydrology, cycling of C, N and P, water quality and 

habitat conditions in estuarine and coastal waters.έ (Paerl et al, 2020) 

 

FIGURE 68. TROPICAL CYCLONE PATHS THROUGH NC FOR ELEVATED PERIOD, MID-мффлΩ{ ς 2019  

(FROM PAERL ET AL, BIOGEOCHEMISTRY, 2020) 
 

 

It appears clear from this work that most or a large portion of the TKN upswing being delivered to these 

estuaries can be attributed to climatically driven shifts in rainfall. Beyond that, two related questions for this 

analysis are: how effective have the nutrient strategies been apart from the organic N additions?; and, have 

loadings from watershed nutrient sources been impacted by the climatic shift characterized by Paerl et al? 

While we may not be able to answer these questions separately, the next section evaluates basin nutrient 

source changes over the last twenty plus years, drawing on the content of the Watershed Changes section 

above and on relevant research. 
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Trends in Basin Nutrient Sources 
Strategy implementation timeframes are provided first as a reference for the ensuing discussions.  Following 

that, source loading trend reviews seek to address the extent to which loading has been reduced from 

regulated nutrient sources in the basin, starting with wastewater. 

Nutrient Rules Implementation Timeframes: The Neuse nutrient rules went into effect in August 1998, while 

the Tar-Pamlico rules went into effect in 2000 and 2001. One of two exceptions to these initiation 

timeframes was implementation of riparian buffer protections, which were enacted by temporary rule for 

both basins in advance of the main rule packages, going into effect in 1997 and early 2000 respectively. The 

second, more important exception to these initiation timeframes was the implementation of Tar-Pamlico 

wastewater discharge requirements, which began as early as 1990 under a signed agreement between an 

association of dischargers, the Tar-Pamlico Basin Association, or TPBA, and the state. TPBA dischargers 

remain under this agreement until June 2025, while the substantive existing discharge requirements of the 

agreement were incorporated into individual permits and an overlying group watershed permit in 2014. All 

new management actions required by the Neuse rules were in place by 2004, and likewise for the Tar-

Pamlico rules by 2007.  

Wastewater Rules Implementation and Accounting: The management area involving the least uncertainty for 

achieving load reductions is clearly point source regulations, including the ability to quantify rule compliance 

and instream progress with good confidence. Neuse and Tar wastewater compliance accounting has 

documented to-stream loading reductions with easily the highest degree of certainty of any source due to 

the discrete nature of the source and the ability to monitor end-of-pipe discharges directly to state waters, 

along with having conducted sufficient baseline nutrient and flow monitoring to have established baseline 

loading estimates. As illustrated in the Implementation section, dischargers in both basins have met and 

significantly exceeded load reduction requirements, and continue to do so consistently. Both the NRCA and 

the TPBA have achieved and maintain annual loads in the range of 60-70% of their collective caps for both N 

and P. 
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FIGURE 69. NEUSE RIVER COMPLIANCE ASSOCIATION ANNUAL NITROGEN LOADS (1995-2021) 

 
 

FIGURE 70. TAR-PAMLICO BASIN ASSOCIATION ANNUAL NITROGEN AND PHOSPHORUS LOADS (1991-2021) 

 

One qualifier on Tar-Pamlico wastewater performance is that certain assumptions used in the calculation of 

the TPBA 30% N load reduction allocation were later determined to be inaccurate, resulting in a cap that 

equated to less than a 30% reduction from baseline, and more in the range of a 15-20% reduction. 

5ƛǎŎƘŀǊƎŜǊǎΩ ǊŜǇǊŜǎŜƴǘŀǘƛǾŜǎ made the case that reductions were also achieved prior to the 1991 baseline 

year, making the cap a fair target. While this concern was not addressed further, it is worth noting that 

average facility performance levels needed to meet the current caps are notably less rigorous than either 

Neuse discharger requirements or limits of technology. 
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Wastewater Instream Trends: At least two instream analyses corroborate point source achievements in the 

two basins. First, as illustrated in Fig. 4 of the trend analysis in the Status and Trends section above, 

reproduced below, NOx reductions for the 2013-2017 period relative to baseline track urban areas and 

discharge points, peaking at 57% reduction near Clayton downstream of Raleigh and ǎŀǘŜƭƭƛǘŜ ŎƻƳƳǳƴƛǘƛŜǎΩ 

discharges. Proceeding downstream, NOx reduction percentage wanes to 18% by Ft. Barnwell. This pattern is 

highly likely to be driven by wastewater discharges. Second, watershed modeling conducted by Strickling and 

Obenour (2018) found for the period of 1994-2012 that point source N load decreased in the Neuse by 61%, 

while it showed essentially no change in the Tar-Pamlico basin, where dischargers had already largely 

achieved much of their reductions by 1994. 

FIGURE 71. UPSTREAM TO DOWNSTREAM % CHANGE IN NEUSE BASIN NITROGEN LOAD VS. 1991-1995 BASELINE 

 

FIGURE 72. UPSTREAM TO DOWNSTREAM % CHANGE IN TAR-PAMLICO BASIN NITROGEN LOAD VS. 1991-1995 BASELINE 
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Nonpoint Source Loading: Speaking first to nonpoint source loading in general, the following graphic 

developed by the Neuse River Compliance Association illustrates the rainfall-driven character of most of the 

nitrogen loading in the Neuse Basin, and the relative magnitude of point source loading compared to that of 

nonpoint, in addition to the striking reductions achieved in discharge loading by the Association. 

 

FIGURE 72. NEUSE BASIN POINT AND NONPOINT SOURCE LOADING AT FT. BARNWELL, 1995-2019  
(SOURCE: NEUSE RIVER COMPLIANCE ASSOCIATION) 

 

 

Agriculture Rule Compliance: The Agriculture rules used a novel collective compliance approach and 

nominally called for all agricultural operations to collectively achieve the 30% N load reduction goal. 

However, rule structural limitations included limited enforceability and deferral of important specifics on how 

various challenging elements might be implemented to processes called for by the rules. Ultimately, 

implementation did not address certain aspects of the ambitious charge. It did not address loading from AFO 

facilities, a sector for which separate state regulations were being rolled out at the time. It was statutorily 

barred from addressing dry litter poultry facilities and their waste management practices. The science was 

found insufficient to account for nutrient dynamics and loading from grazed pasture agriculture. To the 

extent that nutrient loading to surface waters from these unaddressed agricultural sectors did not decrease 

or increased, overall progress would be undercut.  

Regarding rule compliance accounting, lacking watershed modeling for the basin at the time (the 

development of which was, if nothing else, not feasible within the timeframes provided for implementation), 

the accounting system developed through the leadership of subject matter experts used a relatively 
















































































